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00- Technical data 


1 Identification 
(ARL005373; Edition 08.2017) 


=> “1.1 Gearbox identification”, page 1 
1.1 Gearbox identification 
Location of code letters on gearbox 


@ The gearbox code letters are located on the identification plate 
on the underside of the gearbox. Fitting location of identifica- 
tion plate -arrow-. 


"bela 


A37-10989 


Code letters and gearbox serial number 
Example: 


1- Serial number of gearbox 
SIUEOA STENNR 407 050003 


2- Model number EM: EAFA ©) pp. SSAHFLHI 


3- Manufacturer's gearbox designation: 8P-55AH/FLH N U W T 
4- Gearbox code, in this example: NUW aa A 


5- Code letters of electric drive motor - V141- , in this example: 5 
EAFA 


fie 


@ The code letters for the gearbox are also given on the vehicle 
data stickers. 


A37-11212 


+è Location of vehicle data stickers > Maintenance ; Booklet 
411 
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2 Safety precautions 


=> “2.1 Safety precautions when working on high-voltage vehi- 
cles”, page 2 


> “2.2 Safety precautions when working on vehicles with start/ 
stop system”, page 6 


> “2.3 Safety precautions when using testers and measuring in- 
struments during a road test”, page 7 


> “2.4 Safety precautions when working on subframe”, 


page 7 

=> “2.5 Safety precautions when tow-starting and towing” 
page 7 

2.1 Safety precautions when working on 


high-voltage vehicles 


> “2.1.1 Safety precautions for de-energising high-voltage sys- 
tem”, page 2 


> “2.1.2 Safety precautions for re-energising high-voltage sys- 
tem”, page 3 


> “2.1.3 General safety precautions and repair instructions”, 
page 4 


2.1.1 Safety precautions for de-energising 
high-voltage system 


* The high-voltage system may only be de-energised ri a suit- 
ably qualified person (Audi high-voltage technician). For a 
definition and explanation of the relevant qualifications, please 
refer to > Electrical system, hybrid; Rep. gr. 93 ; General 
warning instructions for work on the high-voltage system . 


* The system must first be de-energised before any work is done 
on the high-voltage system > Electrical system, hybrid; Rep. 
gr. 93 ; De-energising high-voltage system . 


* The types of work for which the high-voltage system has ‘tobe 
de-energised are indicated in the instructions for the proce- 
dure. For further information on the procedure for de-energis- 
ing the high-voltage system please refer to > Electrical 
system, hybrid; Rep. gr. 93 ; General warning instructions for 
work on the high-voltage system . 


* Read and observe all additional warnings and descriptions for 
work on the high-voltage system > Electrical system, hybrid; 
Rep. gr. 93 ; General warning instructions for work on the high- 
voltage system . 


a Note 


In the event of queries or uncertainty regarding the terms “elec- 
trically instructed person’, “Audi high-voltage technician’, “Audi 
specialist for work on high-voltage systems” or the high-voltage 
system itself, the relevant importer must be contacted prior to the 
Start of all work. 


For work that requires de-energising of the high-voltage system, 
please note: 


The high-voltage system must be de-energised according to the 
routine in the vehicle diagnostic tester , 
and ONLY by this method. 
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A DANGER! 


High voltage can cause fatal injury. 
Danger of severe or fatal injuries from electric shock. 


@ The high-voltage system may only be de-energised by a 
suitably qualified person (Audi high-voltage technician). 


$ /t must be definitely confirmed that the high-voltage sys- 
tem is de-energised. The system may only be de-ener- 
gised using the vehicle diagnostic tester via “Guided Fault 
Finding’. 


The qualified person (Audi high-voltage technician) con- 
firms that the system is de-energised and uses the locking 
cap - T40262- to ensure that the system cannot be re- 
energised. As an additional precaution, the ignition key 
and the maintenance connector for high-voltage system - 
TW- are then stored in a safe place by the qualified per- 
son. 


The qualified person (Audi high-voltage technician) marks 
the vehicle by attaching the appropriate warning signs. 


2.1.2 Safety precautions for re-energising 
high-voltage system 


* The high-voltage system may only be re-energised by a suit- 
ably qualified person (Audi high-voltage technician). For a 
definition and explanation of the relevant qualifications, please 
refer to > Electrical system, hybrid; Rep. gr. 93 ; General 
warning instructions for work on the high-voltage system . 


* Re-energising the high-voltage system > Electrical system, 
hybrid; Rep. gr. 93 ; Re-energising high-voltage system . 


* Read and observe all additional warnings and descriptions for 
work on the high-voltage system > Electrical system, hybrid; 
Rep. gr. 93 ; General warning instructions for work on the high- 
voltage system . 


[a] Note 


In the event of queries or uncertainty regarding the terms “elec- 
trically instructed person’, “Audi high-voltage technician’, “Audi 
specialist for work on high-voltage systems” or the high-voltage 
system itself, the relevant importer must be contacted prior to the 
start of all work. 


The high-voltage system must be re-energised according to the 
routine in the vehicle diagnostic tester , 
and ONLY by this method. 


2. Safety precautions 3 


COED Audi A6 2011 > , Audi A7 Sportback 2011 > 
Auð: 8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 


A DANGER! 


High voltage can cause fatal injury. 
Danger of severe or fatal injuries from electric shock. 


The high-voltage system may only be re-energised by a 
suitably qualified person (Audi high-voltage technician). 


The system may only be re-energised using the vehicle 
diagnostic tester via “Guided Fault Finding”. 


The vehicle is then made ready for operation again by the 
qualified person (Audi high-voltage technician). 


The qualified person (Audi high-voltage technician) marks 
the vehicle by attaching the appropriate warning signs. 


2.1.3 General safety precautions and repair 
instructions 


* Read and observe all additional warnings and descriptions for 
work on the high-voltage system > Electrical system, hybrid; 
Rep. gr. 93 ; General warning instructions for work on the high- 
voltage system . 


(å Note 


In the event of queries or uncertainty regarding the terms “elec- 
trically instructed person”, “Audi high-voltage technician”, “Audi 
specialist for work on high-voltage systems” or the high-voltage 
system itself, the relevant importer must be contacted prior to the 
start of all work. 
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For work in the vicinity of high-voltage components and when vis- 
ually inspecting the high-voltage components: 


A DANGER! 


Risk of fatal injury if high-voltage components are damaged. 


Observe the following when working in the vicinity of high-volt- 
age components or wiring: 


$ /tis not permitted to use cutting or forming tools, other 
sharp-edged tools or heat sources such as welding, braz- 
ing, soldering, hot air or thermal bonding equipment. 


Before starting work, visually inspect the high-voltage 
components in the areas involved. 


Before working in the engine compartment, visually in- 
spect the power and control electronics for electric drive - 
JX1- , electric drive motor - V141- , air conditioner 
compressor - V470- and high-voltage wiring. 


Before working on the vehicle underbody, visually inspect 
the high-voltage wiring and covers. 


Before working on the rear section of the vehicle, visually 
inspect the high-voltage wiring and the electronics box 
with the maintenance connector for high-voltage system - 
TW-. 


$ Visually inspect all potential equalisation lines. 
Check the following when making the visual inspection: 
There must be no external damage on any component. 


The insulation: of the high-voltage wiring :and-potential 
equalisation lines: must not be damaged. 


There must be no unusual deformation of the high-voltage 
wiring. 

All high-voltage components must be identified by a red 
warning sticker. 


For work that requires the ignition to be switched on, please note: 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 
Activate parking brake 
Switch off ignition 


v 
v 
@ Open bonnet 
v 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 
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General safety precautions and safety precautions for work that 
requires the ignition to be switched off 


A WARNING 


Safety hazard: the engine can start unexpectedly. 


Before carrying out general work on a vehicle with high-voltage 
electrical system, switch off the ignition and remove the ignition 
key from the vehicle. 


A WARNING 


Working on vehicles with high-voltage wiring: 


¢ Donot re pod yourself or tools on high-voltage wiring or 
associated components --> this can damage the insula- 
tion. 


High-voltage wiring must not be excessively bent or 
kinked --> this can damage the insulation. 


The round high-voltage connectors are colour-coded with 
an external coloured ring and are provided with mechan- 
ical coding or guide lugs. It is important to observe this 
coding when joining up the round high-voltage connec- 
tors; otherwise the connectors can be damaged. 


2.2 Safety precautions when working.on.ve- 
hicles with start/stop system 


Please note the following when working on vehicles with start/stop 
system: 


A WARNING 


Risk of injury due to automatic engine start on vehicles with 
start/stop system. 


$ On vehicles with activated start/stop system (indicated by 


a message in the instrument cluster), the engine may start 
automatically if it needs to. 


$ Therefore it is important to ensure that the start/stop sys- 
tem is deactivated when porom repairs (switch off 
ignition, if required switch on ignition again). 
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2.3 Safety precautions when using testers 
and measuring instruments during a 
road test 


Observe the following precautions if test equipment has to be 
used when road-testing the vehicle. 


A WARNING 


Accidents can be caused if the driver is distracted by test 
equipment or if test equipment is not secured. 


Injuries can be caused if the passenger's airbag is triggered in 
a collision. 


¢ Theuse oftest equipment while driving causes distraction. 


¢ There is an increased risk of injury if test equipment is not 
secured. 


@ Alwa ys secure test equipment to the rear seat with a strap 
and have it operated from there by a second person. 


2.4 Safety precautions when-working-on 
subframe 


Note the following when working on the subframe: 


AN Caution 


Risk of damage to parts of the running gear. 


@ Do notlet the vehicle down on the wheels if the gearbox 
mounting, steering rack or subframe cross brace are not 
properly installed. 


@ Do NOT support the vehicle at the subframe or the sub- 
frame cross brace (e.g. with a trolley jack). 


2.5 Safety precautions when tow-starting 
and towing 


A Caution 


Risk of irreparable damage to gearbox. 


@ When the vehicle is towed, the selector lever must be set 
to position “N” and the vehicle must not be towed for a 
distance of more than 50 km or at a speed in excess of 
50 km/h. 


[a] Note 


It is not possible to start the engine by means of tow-starting, for 
instance in the case of insufficient battery charge or if the starter 
is not working. 
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3 Repair instructions 


> “3.1 Rules for cleanliness”, page 8 
> “3.2 General notes”, page 8 
> “3.3 General repair instructions”, page 9 


> “3.4 Contact corrosion”, page 11 
> “3.5 Routing and attaching lines and wiring”, page 11 


3.1 Rules for cleanliness 


@ Thoroughly clean all joints and connections and the surround- 
ing areas before disconnecting. 


@ Use cleaning fluid - D 009 401 04- to clean the gearbox and 
its components. 


@ Use commercially available lint-free cloths for cleaning, such 
as the “WYPALL X70 / WORKHORSE” cloth from Kimberly- 
Clark Professional. 


+ Seal off open lines and connections immediately with clean 
plugs or protective caps from engine bung set - VAS 6122- . 


+ After removal, place parts on a clean surface and cover them, 
Use sheeting or lint-free cloths. 


@ Carefully cover or seal open components if repairs cannot be 
carried out immediately. 


+ Only install clean components; replacement parts should only 
be unpacked immediately prior to installation. 


@ Protect unplugged electrical connectors against dirt and mois- 
ture and make sure connections are dry when attaching. 


3.2 General notes 
Gearbox 


@ The 8-speed automatic gearbox OBW hybrid has eight hy- 
draulically actuated forward gears. 


@ The 8-speed automatic gearbox OBW hybrid has NO torque 
converter. The electric drive motor - V141- is installed in its 
place. 


@ Driving off in 1st gear is controlled by clutch B in the gearbox 
(also referred to as “drive-away clutch B”). 


+ The disengagement clutch in the electric drive motor - V141- 
disengages the engine from the electric drive motor - V141- . 
The disengagement clutch is also designated “disengagement 
clutch F”, or just “clutch F”. 


Mechatronic unit 


The mechatronic unit incorporates the following components as 
a complete synchronised unit: 


+ $ oe control system, automatic gearbox control unit - 


+ Sensors and actuators 


The mechatronic unit is installed inside the gearbox in the ATF oil 
pan. 


Automatic gearbox control unit - J217- 
The control unit is part of the mechatronic unit in the gearbox. 
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The gear change points are calculated automatically (depending 
on the driving situation and the resistance to motion). 


Advantages: 
@ Gear change points controlled for enhanced fuel economy 
@ Maximum engine output is always available 


+ Gear-change points are adapted individually in all driving sit- 
uations 


@ Gear-change points are infinitely variable 
Self-diagnosis 


Before performing repairs to the automatic gearbox, determine 
the cause of the fault as precisely as possible using “Guided Fault 
Finding”. 

To perform “Guided Fault Finding”, use vehicle diagnostic tester . 
Variation of gear-change points for gradients 


An additional gear change map automatically selects gear 
changes for gradients. The gear changes are selected according 
to accelerator pedal position and road speed. 


@ Gear change map for extreme uphill gradients is matched to 
engine output. 


+ Gear change map for extreme downhill gradients is matched 
to the braking effect of the engine. 


@ The driver can achieve an increased engine braking effect by 
directly selecting a specific gear via the tiptronic function, e.g. 
when towing a trailer on downhill gradients. 


3.3 General repair instructions 


Proper tools and the maximum possible care and cleanliness are 
essential for satisfactory repairs to the transmission units. The 
usual basic safety precautions also naturally apply when carrying 
out repair work. 


To avoid repetition, a number of generally applicable instructions 
for the various repair procedures are summarised here. They ap- 
ply to the work described in this Manual. 


Guided Fault Finding, Vehicle self-diagnosis and Test Instru- 
ments 


Before servicing the gearbox, the cause of the fault should be 
identified as precisely as possible using the vehicle diagnostic 
tester via [Guided Fault Finding], |\Vehicle Self-diagno- 
sis] and [Test Instruments]. 

Environmental and waste disposal regulations for oil 


@ ATF, gear oil and any other type of oil must be handled with 
care. 


+ Dispose.of.drained.oil properly. 


@ Always adhere to statutory environmental and waste disposal 
regulations. 


+ Observe the information shown on the packaging of the oil. 
Special tool 


For a complete list of special tools used in this Workshop Manual 
=> "Special tools, Workshop equipment" 
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Gearbox 


@ Observe rules for cleanliness when working on gearbox 
> page 8. 


+ The engine must not be run and the vehicle must not be towed 
if the centre differential housing has been removed or if there 
is no ATF in the gearbox. 


+ After installing, the following fluid levels must be checked and 
topped up if necessary: ATF in gearbox > page 79 and gear 
oil in gearbox > page 112 . Capacities > page 12 , specifi- 
cations > Electronic parts catalogue . 


O-rings, oil seals and gaskets 
+ Always renew O-rings, oil seals and gaskets. 


+ After removing gaskets and seals, always inspect the contact 
surface on the housing or shaft for burrs resulting from removal 
or for other signs of damage. 


@ Thoroughly clean housing joint surfaces before assembling. 


+è Lightly lubricate the outer circumference and sealing lip of oil 
seals with ATF before installing. 


+è Lightly lubricate O-rings with ATF before installation to prevent 
them from being crushed during assembly. 


@ Use only ATF for parts running in ATF. Other lubricants will 
cause malfunction of the gearbox hydraulics. 


+ The open side of the oil seal should face the side containing 
the fluid. 


@ When installing a new oil seal, position the seal such that the 
sealing lip does not contact the shaft in the same place as the 
old seal (make use of installation depth tolerances). 


+ After installing, the following fluid levels must be checked and 
topped up if necessary: ATF in gearbox = page 79 and gear 
oil in gearbox > page 112 . Capacities > page 12 , specifi- 
cations > Electronic parts catalogue . 


Nuts, bolts 


+ Loosen bolts in reverse sequence'to’the specified tightening 
sequence. 


¢ Bolts and nuts used to secure covers and housings must be 
tightened in steps according to the specified tightening se- 
quence and method. 


¢ Bolts and nuts which secure covers and housings should be 
loosened and tightened in diagonal sequence and in stages if 
no tightening sequence is specified. 


@ Renew self-locking nuts and bolts. 


+ Use a wire brush to clean the threads of bolts which are se- 
cured with locking fluid. Then apply locking fluid - 
AMV 185 101 A1- to bolt threads before installing. 


@ Threaded holes which take self-locking bolts or bolts coated 
with locking fluid must be cleaned using a thread tap or similar. 
Otherwise there is a danger of the bolts shearing off the next 
time they are removed. 


+ The tightening torques stated apply to non-oiled nuts and 
bolts. 


Locking elements 
¢ Do not over-stretch circlips. 
@ Renew circlips which have been damaged or over-tensioned. 
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+ Circlips must be properly seated in the base of the groove. 
Bearings 


+è Install needle bearings so the lettering (side with thicker metal) 
faces towards the installing tool. 


@ Lubricate bearings with gear oil or ATF, depending on fitting 
location. 


+ Do not interchange inner or outer races of bearings of the 
same size. 


+ Always renew the tapered roller bearings on one shaft togeth- 
er and use new bearings from a single manufacturer. 


Shims 


+ Use a micrometer to measure the shims at several points. 
Tolerance variations make it possible to obtain the exact shim 
thickness required. 


@ Check for burrs and damage. Install only shims which are in 
perfect condition. 


3.4 Contact corrosion 


Contact corrosion can occur if unsuitable fasteners are used (e.g. 
bolts, nuts, washers, etc.). 


a this reason, only fasteners with a special surface coating are 
itted. 


Rubber or plastic parts and adhesives also consist of non-con- 
ductive materials. 


If you are not sure whether used parts can be re-installed, always 
fit new parts > Electronic parts catalogue . 


Please note: 


@ Use only genuine spare parts: these have been fully tested 
and are compatible with aluminium. 


+ We recommend the use of accessories approved by Audi. 
+ Damage caused by contact corrosion is not covered by war- 


ranty. 
3.5 Routing and attaching lines and wiring 


@ Mark fuel lines, vacuum lines, pipes/hoses for activated char- 
coal filter system and electrical wiring etc. before removal so 
they can be re-installed in the original positions and correctly 
connected. If necessary, make sketches or take photographs. 


@ To avoid damaging pipes, hoses and wiring, ensure sufficient 
clearance from all moving or hot components in engine com- 
partment (limited space in engine compartment). 
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4 Technical data 

=> “4.1 Capacities”, page 12 

= “4.2 Allocation of gearbox to engine”, page 12 
4.1 Capacities 


ATF section in gearbox 


Capacities ATF section 

8-speed automatic gearbox OBW hybrid 
Initial filling by manufacturer Approx. 8.6 Itr. 
Fluid filling after gearbox has been Approx. 4.0 Itr. 
drained in workshop 
Fluid change @ Change interval for ATF > Maintenance tables 
Lubricant ATF for 8-speed automatic gearbox OBW hybrid 

> Electronic parts catalogue 


A Caution 


Risk of malfunction or gearbox failure. 


$ Use only the ATF supplied as a hy oar coro part for the 
8-speed automatic gearbox OBW hybrid = Electronic 
parts catalogue . 


@ = “7.1 Checking ATF level”, page 79 
@ = “7.2 Draining and filling ATF”, page 82 


Gear oil in front final drive and transfer box 


Capacities Gear oil in front final drive and transfer box 
8-speed automatic gearbox OBW hybrid 
Initial filling 2.0 Itr. 


Oil filling after oil has been drained in Approx. 1.8 Itr. 
workshop 


@ No change required 


+è Lifetime filling; change only after repairs, e.g. if cover for front final 
drive has been removed 


Lubricant Gear oil for automatic gearbox OBW 
> Electronic parts catalogue 


@ = “2.2 Checking gear oil level”, page 112 
@ = “2.3 Draining and filling gear oil”, page 115 


4.2 Allocation of gearbox to engine 
The following data can be found in the > Electronic parts cata- 
logue . 


+ Date of manufacture 


+ Allocation of mechatronic unit and software for automatic 
gearbox control unit - J217- 


Correct type of electric drive motor - V141- 
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@ Correct type of flange shafts 


| Engine | 2.0 tr. TFSI - 155 kW] 2.0 itr. TFSI - 155 kW |2.0 Itr. TFSI - 155 kW| 


Electric drive Code letters EAFA EAFA EAFA 
motor - V141- 


38 : 41 = 0.927 38 : 41 = 0.927 38 : 41 = 0.927 
Spur gear drive to front axle 37 : 35 = 1.057 37 : 35 = 1.057 37 : 35 = 1.057 


Front axle bevel gearing 40 : 13 = 3.077 40 : 13 = 3.077 40 : 13 = 3.077 


Overall front drive ratio = 3.015 3.015 3.015 
Primary drive x spur gear drive x 

bevel gearing 

Gear oil filling in front final drive/ Common oil filling Common oil filling Common oil filling 
transfer box 
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32— Torque converter 


1 Torque converter 


The 8-speed automatic gearbox OBW hybrid has NO torque con- 
verter. The electric drive motor - V141- is fitted in its place > 
Electrical system, hybrid; Rep. gr. 93 ; Electric drive motor . 
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37- Controls, housing 


1 Selector mechanism 


> “1.1 Exploded view - selector lever handle”, page 15 


=> “1.2 Exploded view - selector mechanism”, page 16 
> “1.3 Exploded view - selector lever cable”, page 18 


=> “1.4 Manual release from position P”, page 19 


> “1.5 Removing and installing selector lever handle”, 


page 19 
> “1.6 Removing and installing selector mechanism”, page 22 
aut. Checkin lector hanism:..page 2 


mpdi8 Removing and,installing selectordever cable’,cpage 26 
=> “1.9 Checking and adjusting selector lever cable”, page 32 


> “1.10 Removing and installing selector lever lock solenoid N110 
”, page 36 


> “1.11 Removing and installing selector lever sensors control 
unit J587 ”, page 38 


> “1.12 Removing and installing gear selector position P switch 
F305 ”, page 38 


> “1.13 Renewing selector shaft oil seal”, page 38 
1.1 Exploded view - selector lever handle 
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1 - Selector lever position dis- 
play - Y26- 
üQ Removing and installing 

> Electrical system; 
Rep. gr. 96 ; Lights; Re- 
moving and installing 
selector lever position 
display - Y26- 


2 - Multimedia system operat- 
ing unit - E380- 
Q Removing and installing 

> Communication; 
Rep. gr. 91 ; Infotain- 
ment system; Removing 
and installing multime- 
dia system operating 
unit - E380- 


3 - Selector lever boot 


QO Remove and install to- 
gether with selector lev- 
er handle > page 19 


4 - Selector lever handle 


Q >“1.5 Removing and in- 
stalling selector lever 
handle”, page 19 


1.2 Exploded view - selector mechanism 


N- WARN ING... for private or commercial purposes, in part or in whole, is noj 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liabilit 
Accidents*and injar can be caused ifa gearis inadvertently 
engaged while the engine is running. 


$ Prior to performing work with engine running, move se- 
lector lever to position “P” and pull up parking brake button 
to apply the electromechanical parking brake. 


Check selector mechanism before dismantling > page 24 . 
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1 - O-ring 
QO Renew 


2 - Selector lever cable 
OY Do not bend or kink 


QO Exploded view 
> page 18 


3 - Bolt 


QO) For adjusting selector 
lever cable 


Q Tightening torque 
> Item 5 (page 18) 


4 - Gear selector position P 
switch - F305- 


ū Consists of two reed 
contacts on printed cir- 
cuit board in selector 
lever lock solenoid - 
N110- 


Q > “1.12 Removing and 
installing gear selector 
` position P switch F305” Ile 


y AUDI AG. AUDI AG 


per Hen Laa Diere 
5 - Selector lever lock solenoid’ 
- N110- 


Q > “1.10 Removing and 


installing selector lever 
lock solenoid N110 ” 


page 36 
6 - Sealing cap 


ū Above selector lever 
lock solenoid - N110- 


7 - Selector lever sensors con- A34-10710 


trol unit - J587- and tiptronic 
switch - F189- 


Q = “1.11 Removing and installing selector lever sensors control unit J587 ”, page 38 
8 - Nut 

OQ Secures selector mechanism to body 

QO 4x 

QO 8Nm 


9 - Gasket 
10 - Shift unit 

Q Can only be renewed as a complete unit 

Q > “1.6 Removing and installing selector mechanism”, page 22 
11 - Retaining clip 

Q For selector lever cable 


12 - Noise insulation 

Q Not fitted on all vehicles 

Q For correct version, refer to > Electronic parts catalogue 
13 - Retaining washers 

QO For noise insulation 

n 4x 

QO Renew 
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1.3 Exploded view - selector lever cable 


1 - Retaining clip 
QO For selector lever cable 
QO) Renew 


2 - Bolt 
QO) 2x 
QO 8Nm 


3 - Selector lever cable 
QY Do not bend or kink 
QO =“1.8 Removing and in- 
stalling selector lever 
cable”, page 26 
ū Selector lever cable 


must be renewed if rub- 
ber sleeve is damaged 


Q Before installing, lightly 
lubricate ball socket with 
polycarbamide grease - 
G 052 142 A2-. 


Q When installing, make 
sure that rubber sleeve 


on gearbox end isnot... 


twisted permitted unless autho 


Q = “1.9.1 Chéckiigand® “ 
adjusting selector lever 
cable”, page 32 


QO = “1.9.2 Adjusting se- 
lector lever cable to ba- 


sic setting”, page 33 
4 - Cable support bracket 


5 - Bolt 


Q For adjusting selector 
lever cable 


Q Secured to shift unit 
QO 13Nm 

6 - O-ring 
QO Renew 


7 - Gearbox selector lever 


Heat shield - tightening torque 
* Bolts -top arrows-: 9 Nm. 
* Bolt -bottom arrow-: 20 Nm. 
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1.4 Manual release from position P 


[a] Note 


+ /fthe battery is disconnected or discharged, the selector lever 
cannot be shifted from position “P”. In this case, the vehicle 
cannot be pushed or towed. 


@ When you operate the manual release mechanism the selec- 
tor lever lock solenoid - N110- will release the lock without 
current supply. 


Procedure 


[a] Note 


The selector lever handle is removed in the illustration. The han- 
dle does not have to be removed in order to manually release the 
selector mechanism from position “P”. 


— lf fitted, remove front ashtray insert. 


— Use screwdriver to open cover cap -1- in ashtray housing/ 
storage tray -arrow-. 


— Carefully insert tool (e.g. screwdriver from tool kit) through 
centre opening in ashtray housing and into cylinder -arrow- on 
selector lever lock solenoid - N110- and at the same time press 
and oe interlock button and move selector lever out of posi- 
tion “P”. 


(å) Note 


è This releases the selector lever lock in position “P” by way of 
the locking lever -1-. 


@ The cylinder -arrow- on selector lever lock solenoid - N110- 
may be partially concealed by noise insulation or wiring (move 
clear to one side). 


1.5 Removing and installing selector lever 
handle 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


w00-11118 
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@ Thin cable tie or assembly aid for interlock button on handle. 
A new selector lever handle is supplied with the assembly aid 
pre-fitted. 


Removing 


— Pull up parking brake button to apply electromechanical park- 
ing brake. 


— Shift selector lever into position “N”. 


a Note 


The selector lever handle is removed together with the selector 
lever boot. 


— Carefully pry out selector lever boot at the sides in direction of 


-arrows- using removal wedge - 3409- . P g J 
permitted unless authorised by AU 


— Pull out interlock button on selector lever handle -arrow- and ame 
secure in this position using cable tie -A- or assembly aid -B- 
as shown in illustration. 


a Note 


The assembly aid -B- is pre-fitted at the factory on a new selector 
lever handle. The assembly aid must not be removed until the 
new handle has been installed. This assembly aid can then be 
kept for future use as a locking tool. 


— Turn selector lever boot -2- inside out over selector lever han- 
dle -3-. 


- Turn locking ring as far as stop in direction of -arrow- so that 
markings -a- and -b- are no longer in line. 


— Pull off selector lever handle together with selector lever boot, 
taking care not to touch interlock button -1-. 
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Installing 


* When installing the selector lever handle, the interlock button 
must be pulled out to the stop and secured with either a cable 
tie -A- or with the assembly aid -B- supplied together with the 
new handle. 


If the interlock button was not properly secured when the handle 
was removed, and has dropped inside the handle, it must be 
pulled out and secured as described below before it can be in- 
stalled. 


- Affix adhesive pad or double-sided adhesive tape -2- to inter 


lock button -1- on parle RYS bait, LAG. AUDIA 


(i) Note 


@ Alternatively, a small suction cup can also be used (approx. 
15 mm dia., commercially available). 


sd 


@ The adhesive pad or double-sided adhesive tape must be 
completely removed after installing the handle. 


— Press a suitable tool -3- with clean, flat surface onto adhesive 
surface as shown in illustration and pull out interlock button by 
this means -arrow-. 


— Secure interlock button in pulled-out position using cable tie 
-A- or assembly aid -B-, as shown in illustration. 


— Remove adhesive pad or double-sided adhesive tape -2- and 
clean interlock button -1-. 


— Shift selector lever into position “N”. 


(å) Note 


The selector lever can be moved by pulling the release rod -4-. 
— Turn selector lever boot -2- inside out over selector lever han- 
dle -3-. 


- Turn locking ring as far as stop in direction of -arrow- so that 
markings -a- and -b- are no longer in line. 


— With interlock button facing driver's side, push selector lever 
handle fully onto selector lever so that catch engages. 


F] [43410998 
i J 
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— Turn locking ring in direction of -arrow- until it engages; mark- 
ings -a- and -b- should be in line. 


AN Caution 


Risk of damage to selector lever handle 


The locking ring can only be turned when the handle has been 
pushed on all the way. 


— Remove the cable tie or assembly aid, allowing the interlock 
button mechanism to engage in the vertical groove on the se- 
lector lever. If necessary, press the interlock button into the 
selector lever handle. 


— Move selector lever to positions “R” and “S” to check button 
mechanism. 


* Ifthe selector lever cannot be moved into the above positions, 
the handle must be removed again > page 19. 


— Pull selector lever boot down and clip onto multimedia system 
operating unit - E380- . 


1.6 Removing and installing selector mech- 
anism 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


@ Socket - T40031- 
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Removing 


Remove selector lever handle > page 19. 


Remove front ashtray or storage compartment > General 
body repairs, interior; Rep. gr. 68 ; Centre console; Exploded 
view - centre console . 


Shift selector lever to position “D”. 


Insert socket and key - T40031- through access hole -arrow- 
in selector mechanism and slacken bolt on selector lever cable 
approx. one turn. 


Unplug electrical connectors -2- and -4-. 


[a] Note 


+ 
+ 


+ 


Insulating mat is not shown in illustration. 


The assistance of a second mechanic is required to detach the 
selector mechanism from below. 


Disregard -arrows-. 


Remove insulating mat above selector mechanism. 
Remove bolts -1, 3, 5, 6-. 


If fitted, remove retaining washers -1-. 


Detach noise insulation -2- from shift unit -4- and slide noise 
insulation forwards towards selector lever cable -3-. 
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— Pull out retaining clip -1- for selector lever cable from the side. 
— Pull selector lever cable -2- out of selector mechanism. 


a Note 


Do not bend or kink the selector lever cable. 


— Take off shift unit. 
Installing 
Installation is carried out in reverse sequence; note the following: | 


— Insert shift unit and secure from above. 
— Install selector lever cable > page 26 . 

— Adjust selector lever cable > page 32. 
— Check selector mechanism > page 24 . 


— Install front ashtray or storage compartment > General body 
repairs, interior; Rep. gr. 68 ; Centre console; Exploded view 
- centre console . 


— Install selector lever handle > page 19 . 
Tightening torques 
@ = “1.2 Exploded view - selector mechanism”, page 16 


@ = “1.3 Exploded view - selector lever cable”, page 18 


1.7 Checking selector mechanism 


A WARNING 


Accidents and injury can be caused if a gear is inadvertently 
engaged while the engine is running. 


$ Before performing any work with the engine running, set 
the gearbox to position “P” and pull up the parking brake 
button to apply the electromechanical parking brake. 


Observe safety precautions when the vehicle is moving 
> page 7. 


You must work through all the tests listed. If specified re- 
sults are not obtained, adjust selector lever cable 

(= page 32 ) and perform “Guided Fault Finding” using 
vehicle diagnostic tester . 


Overview: 
@ 1. Checking operation of selector mechanism = page 24 


@ 2. Checking interlock button on selector lever handle 
=> page 26 


1. Checking operation of selector mechanism 


* It should not be possible to operate the starter while the se- 
lector lever is in positions “R”, “D/S” or in the “tiptronic gate”. 


+ When travelling at speeds above 5 km/h and shifting into se- 
lector lever position “N”, the solenoid for the selector lever lock 
must not engage and block the selector lever. The selector 
lever can be shifted into a driving gear. 
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¢ When travelling at speeds below 2 km/h (almost stationary), 
the solenoid for the selector lever lock should only engage 


about 1 second after you shift into selector lever position “N”. 


The selector lever cannot be shifted out of “N” position until 
the brake pedal is pressed. 


Selector lever in position “P”: 


— Pull up parking brake button to apply electromechanical park- 


ing brake. 
— Switch off ignition. 


* The selector lever is locked and cannot be shifted out of “P” 
position, even when the interlock button on the handle is 
pressed in. 


— Switch on ignition. 


(å) Note 


To obtain the “ignition on” position, briefly press the entry and start 


authorisation button - E408- . 


-— Do not depress brake pedal. 


* The selector lever is locked and cannot be shifted out of “P” 
position, even when the interlock button on the handle is 


pressed in. Selector lever lock solenoid - N110- blocks selec- 


tor lever. 
— Press and hold brake pedal. 


* Selector lever lock solenoid - N110- releases selector lever. It 
is possible to shift into a driving, gear. With interlock button on. 
selector lever handle pressed,.shift: selector.lever, slowly from 


“P” position through “R, N, andvD/S*:and check:-whether'the 


selector lever position display - Y6- in the instrument cluster 


shows the correct selector lever position in each case. 


— Pull selector lever from “D/S” towards the rear and release 
selector lever. 


* The selector lever will return automatically to the position “D/ 
S”. The selector lever position display - Y6- in the instrument 


cluster should change from “D” to “S1” and then back to “D” 
when the selector lever is pulled back once again. 


Selector lever in position “N” and ignition switched on: 
— Do not depress brake pedal. 


« After a short delay: Selector lever is locked and cannot be 
shifted out of “N” position even when pressing the interlock 


button on the selector lever handle. Selector lever lock sole- 


noid - N110- blocks selector lever. 
— Depress brake pedal. 


* Selector lever lock solenoid - N110- releases selector lever. 
Shifting into position “D/S” is possible. 


Selector lever in position “D/S”, ignition switched on: 


— Shift selector lever into “tiptronic gate”. 


* The illuminated “D/S” symbol in the selector lever position dis- 
play - Y26- should go out and the “+” and “—” symbols should 


light up. 


* The selector lever position display - Y6- in the instrument clus- 
ter should change from “D” to “M1” when the selector lever is 


moved into the “tiptronic gate”. 
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- Do not move selector lever to position “P”; select e.g. position 
“N”. 


— Switch off ignition. 


* A warning message should be displayed in the instrument 
cluster. 


* The vehicle cannot be locked. 

— Move selector lever to position “P”. 
— Switch off ignition. 

* The vehicle can now be locked. 

If results do not match specifications: 


— Perform |Guided Fault..Finding| routine using vehicle diag- 


nostic tester . 
— Adjust selector lever cable > page 32. 
— Check interlock button on selector lever handle = page 26 . 
2. Checking interlock button on selector lever handle 
Check that interlock button moves freely: 


* Interlock button should move easily when pressed without 
force. 


* Interlock button should spring back fully on its own when re- 
leased. 


If results do not match specifications: 


— Check whether selector lever handle is correctly installed 
=> page 19. 


— Check whether selector lever is bent. 
Function test: 
* Ignition switched on 


Press the interlock button on the selector lever handle to move 
the handle into the positions listed below; it should not be possible 
to move the selector lever into these positions unless the interlock 
button is pressed. 


+ “P” to “R” (also depress brake pedal) 


+ “N” to “R” (brake pedal also has to be depressed after a short 
delay when vehicle is stationary) 


$ “R” to “p” 
If results do not match specifications: 


— Check whether selector lever handle is correctly installed 
> page 19. 


— Check electrical connectors on selector mechanism. 


— Perform [Guided Fault Finding] using vehicle diagnostic 


tester and check selector lever lock solenoid - N110- . 
— Adjust selector lever cable > page 32. 


1.8 Removing and installing selector lever 
cable 


Special tools and workshop equipment required 
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+ Removal lever - 80 - 200- 


+ Removal wedge - 3409- 


+ Socket - T40031- 
740031 4, 
KY 
XQ 
Removing 
— Pull up parking brake button to apply electromechanical park- 
ing brake. 


— Shift selector lever to position “D”. 


- Carefully pry out selector lever boot at the side in direction of 
-arrows- using removal wedge - 3409- and turn selector lever 
boot inside out over selector lever handle. 


ge | A34-10999 
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— Insert socket and key - T40031- through access hole -arrow- 
in selector mechanism and slacken bolt on selector lever cable 
approx. one turn. 


a Note 


+ Only loosen clamping bolt - do not remove. 


+ Clamping bolt can only be accessed with selector lever in po- 
sition “D”. 


@ With clamping bolt loosened, selector lever must remain in 
position “D”. 


— Remove rear noise insulation -2- > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


P, is not 
liability 
AG 


Protected by copyright. C] 
permitted unless authorig 
with respect to the co! 


— If fitted, remove bolts -arrows- and detach heat shield. 
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— Use removal lever - 80 - 200- to press ball socket -1- on se- 
lector lever cable off gearbox selector lever. 


— Pry off retaining clip -2- and detach selector lever cable from 
gearbox. 


[a] Note 


Do not bend or kink the selector lever cable. 


— Remove four retaining washers -1-. 
— Pull off noise insulation -2- and slide forwards. 


— Pull out retaining clip -1- for selector lever cable from the side. 
— Pull selector lever cable -2- out of selector mechanism. 
Installing 

Installation is carried out in reverse sequence; note the following: 


(à) Note 


@ Renew retaining washers. 


+ Renew O-ring on selector lever cabh opying for private or commercial purposes, if part or in whole, is not 
+è Before installing, lightly gre sS cai KAIR ana eal nok on Copyright by AUDI AG 
po 


e y 1 
selector lever cable wi carbamide grease - 142 
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— Slide selector lever cable -3- through hole on noise insulation 


— Fit O-ring -1- on selector lever cable. 
— Insert selector lever cable -2- into shift unit -arrow-. 


— Secure selector lever cable with retaining clip -3-. 


* Installation position: angled end of retaining clip -1- must point 
towards selector mechanism. 


A37-10402 
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— Secure noise insulation -2- with four new retaining washers 


— Press gearbox selector lever -1- on gearbox towards the rear 
as far as it will go -arrow- until parking lock engages. 


* When the parking lock has engaged it should no longer be 
possible to rotate both front wheels in one direction at the 
same time. 


— Then push gearbox selector lever forward 3 notches so that 
gearbox is in position “D”. 


- oe that selector lever is also in position “D” inside the ve- 
icle. 


— Carefully press ball socket of selector lever cable -1- onto 
gearbox selector lever in this position. 


— Secure selector lever cable with retaining clip -2-. 


[a] Note 


+ Donot bend or kink the selector lever cable. 


@ Take care not to bend the gearbox selector lever when press- 
ing on the cable; support the lever if necessary, as otherwise 
the selector mechanism can no longer be adjusted accurately. 


- Check selector lever cable and adjust if necessary 
Protected by co ght. Co ng for p 


=> page 32. oy 
— Check selector mechanism > pagë 245P% 


part or in whole, is not 
ee or accept any liability 
Copyright by AUDI AG. 


Tightening torques 
@ = “1.3 Exploded view - selector lever cable”, page 18 


@ = Fig. “Heat shield - tightening torque” , page 18 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 
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1.9 Checking and adjusting selector lever 
cable 

> “1.9.1 Checking and adjusting selector lever cable”, 

page 32 

> “1.9.2 Adjusting selector lever cable to basic setting”, 

page 33 

1.9.1 Checking and adjusting selector lever 
cable 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


WO0-11118 


+ Socket- T40031- 
T40031 


Procedure 


— Pull up parking brake button to apply electromechanical park- 
ing brake. 


— Shift selector lever to position “D”. 


— Carefully pry out selector lever boot at the side in direction of 
-arrows- using removal wedge - 3409- and turn selector lever 
boot inside out over selector lever handle. 
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— Insert socket and key - T40031- through access hole -arrow- 
in selector mechanism and slacken bolt on selector lever cable 
approx. one turn. 


[a] Note 


+ Only loosen clamping bolt — do not remove. 

+è Clamping bolt can only be accessed with selector lever in po- 
sition “D”. 

@ With clamping bolt loosened, selector lever must remain in 


“i 


position “D”. 


— Carefully move selector lever slightly forwards and backwards, 
without shifting lever into a different selector lever position. 
The selector lever cable is thereby slackened. 


— Shift selector lever into “tiptronic gate”. 


— Use socket and key - T40031- to tighten clamping bolt in this 
position, taking care not to touch selector lever. 


— Check selector mechanism > page 24 . 


If selector mechanism is not functioning correctly after adjusting 
selector lever cable, proceed as follows: 


— Adjust selector lever cable to basic setting > page 33. 
Tightening torques 
@ = “1.3 Exploded view - selector lever cable”, page 18 


1.9.2 Adjusting selector lever cable to basic 
setting 

Special tools and workshop equipment required 

@ Vehicle diagnostic tester 

+ Removal lever - 80 - 200- 


WO0-11156 
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@ Socket - T40031- 


Protected by copyright. Copying for p 
permitted unless auth 
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vate or comercial purposes, in part or in whole, is not 


AUDI#G does not guarantee or accept any liability 


Procedure 


* |Guided Fault Finding] using the vehicle diagnostic tester 


has been completed; all faults repaired. 


— Using the diagnostic tester in Guided Fault Finding mode, go 
to “Function/Component Selection” and select the following 
menu items: 


+ 

+ 

+ 
+ 

@ |02 - Gearbox electronics, Functions 

+ 

— Select the value for from the menu. 

— Compare the following readings: 

+ Value for “Gear” on vehicle diagnostic tester 

@ Selector lever position 
+ 


Gear indicated on selector lever position display - Y26- (on 
selector mechanism) 


¢ Selector lever position display - Y6- in instrument cluster 
Requirement: 

* The displays should match 

If the displays do not match: 

- Adjust selector lever cable > page 32. 


If the displays cannot be matched by adjusting the selector lever 
cable: 


Adjusting selector lever cable to basic setting: 


— Use removal lever - 80 - 200- to press ball socket -1- on se- 
lector lever cable off gearbox selector lever. 


a Note 


Disregard -item 1-. 


Sx F =i P 


A37-10860 | 
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Press gearbox selector lever -1- on gearbox towards the rear 
as far as it will go -arrow- until parking lock engages. 


When the parking lock has engaged it should no longer be 
possible to rotate both front wheels in one direction at the 
same time. 


Then push gearbox selector lever forward 3 notches so that 
gearbox is in position “D”. 


eg that selector lever is also in position “D” inside the ve- 
icle. 


Insert socket and key - T40031- through access hole -arrow- 
in selector mechanism and slacken bolt on selector lever cable 
approx. one turn. 


[a] Note 


+ 
+ 


+ 


Only loosen clamping bolt — do not remove. 

Clamping bolt can only be accessed with selector lever in po- 
sition “D”. 

With clamping bolt loosened, selector lever must remain in 


7 


position “D”. 


Protected by copyright. Copying for private or commercial purposes, in part 
Detach socket and. key.-.140031-from.torque wrenchandyuaranies or 
leave it inserted in access’*hole-arrow-imselector mechanism ory"! 


Carefully press ball socket of selector lever cable -1- onto 
gearbox selector lever in this position. 


(ë) Note 


+ 


+ è ¢ 


+ 


Take care not to bend gearbox selector lever when pressing 
on cable; support lever if necessary, as otherwise selector 
mechanism can no longer be adjusted accurately. 


Disregard -item 2-. 


With vehicle diagnostic tester in Guided Fault Finding mode, 
select and the function [02_- 
Measured values]. 

Select the value for from the menu. 

Compare the following readings: 

Value for on vehicle diagnostic tester 

Selector lever position 


Gear indicated on selector lever position display - Y26- (on 
selector mechanism) 


Selector lever position display - Y6- in instrument cluster 


Requirement: 


The displays should match 


loom ag a 
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— Carefully move selector lever slightly forwards and backwards, 
without shifting lever into a different selector lever position. 
The selector lever cable is thereby slackened. 


— Use socket and key - T40031- to tighten clamping bolt in this 
position, taking care not to touch selector lever. 


— Check selector mechanism > page 24 . 
Tightening torques 
@ = “1.3 Exploded view - selector lever cable”, page 18 


1.10 Removing and installing selector lever 
lock solenoid - N110- 

Removing 

— Move selector lever to position “P”. 


— Remove front ashtray or storage compartment > General 
body repairs, interior; Rep. gr. 68 ; Centre console; Exploded 
view - centre console . 


— Unscrew nuts -1, 3, 5, 6- a few turns, but do not remove com- 
pletely. 


(å Note 


+è This will lower the shift unit slightly and facilitate removal. 
+ /tems marked -2, 4- and -arrows- can be disregarded. 


A Caution 


The selector mechanism can be damaged by broken retaining 


clips, retaining tabs or other objects. 


@ Make sure that no parts or objects drop into the selector 
mechanism. If this happens, the selector mechanism will 
have to be renewed! 
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— Release retaining tabs -2- and -3- in direction of -arrow-, lift 
front of cover -A- slightly and hold in that position. 


[a] Note 


This prevents the retaining tabs from engaging again. 


- Using a screwdriver, release top retaining tab -1- of cover from 
retainer -B- in direction of -arrow- and lift out cover -A-. 


— Unplug electrical connector on selector lever lock solenoid - 
N1 


— Press retaining hook -A- in direction of -arrow- and hold in this 
position. 


[a] Note 


The shift unit must be renewed if the retaining hook -A- breaks 
off. 


— Tilt bottom part of selector lever lock’solenoid’*'N110+'out inve o, 
direction of -arrow- so that ball rod -1- disengages from oper- 
ating lever on selector mechanism. 

— Detach selector lever lock solenoid - N110- . 

Installing 

Installation is carried out in reverse sequence; note the following: 


— Turn ball rod -1- into correct position for installation. vy 


- Guide selector lever lock solenoid - N110- into selector mech- i | 
anism at an angle from above and tilt bottom part in opposite - A 
direction of -arrow-. 


7] 


* Ball rod -1- must engage fully in operating lever on selector 
mechanism; press home with a small screwdriver if necessary. 


— Secure selector lever lock solenoid - N110- to retaining hook 


4 


i so 
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— Place cover -A- over selector lever lock solenoid - N110- and 
carefully engage -1 ... 3-. 


— Attach electrical connectors. 


— Check function of selector mechanism before continuing as- 
sembly > page 24 . 


— Install front ashtray or storage compartment > General body 
repairs, interior; Rep. gr. 68 ; Centre console; Exploded view 
- centre console . 


Tightening torques 
@ = “1.2 Exploded view - selector mechanism”, page 16 


1.11 Removing and installing selector lever 
sensors control unit - J587- 

Removing 

— Remove selector lever handle > page 19. 


— Remove multimedia system operating unit - E380- = Com- 
munication; Rep. gr. 91 ; Infotainment system; Removing and 
installing multimedia system operating unit - E380- . 


— Unplug electrical connector -1-. 


- Release 4 retaining tabs -arrows- and lift out selector lever 
sensors control unit - J587- -item 2-. 


Installing 
Installation is carried out in reverse sequence; note the following: 


— Make sure selector lever sensors control unit - J587- clicks in 
place with 4 retaining tabs. 


— Install multimedia system: operating-unit~E380-<»>oCommus 
nication; Rep. gr. 91°; Infotainment system; Removing ‘and 
installing multimedia system operating ‘unit - E380” : sore 


— Install selector lever handle > page 19 . 


1.12 Removing and installing gear selector 
position P switch - F305- 


@ Fitting location: Gear selector position P switch - F305- con- 
sists of two microswitches -1- and - 2- and is installed on 
printed circuit board -B- in selector lever lock solenoid - N110- 


Gear selector position P switch - F305- can only be renewed to- 
gether with selector lever lock solenoid - N110- . 


> “1.10 Removing and installing selector lever lock solenoid N110 
”, page 36 


1.13 Renewing selector shaft oil seal 


Special tools and workshop equipment required 
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+ Removal lever - 80 - 200- 


Procedure 


[a] Note 


Do not bend or kink the selector lever cable. 


— Knock roll pin -2- out of shaft of gearbox selector lever using 


80-200 


Remove ATF oil pan > page 87 . 
Remove ATF filter > page 90 . 


Remove mechatronic unit > Servicing 8-speed automatic 
gearbox; Rep. gr. 38 ; Mechatronic unit; Removing and in- 
stalling mechatronic unit . 


Use removal lever - 80 - 200- to press ball socket -1- on se- 
lector lever cable off gearbox selector lever. 


a suitable punch -1-. 


A38-10249 


Protected by copyright. Copying for private or commercial pu 
permitted unless authorised by AUDI AG. AUDI AG does 
with respect to the correctness of information in this doc 


1. Selector mechanism 39 


anD Audi A6 2011 > , Audi A7 Sportback 2011 > 
Aue: 8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 


— Pull off gearbox selector lever with shaft -arrow-. 
— Pry out oil seal with small screwdriver. 


— Lubricate outer circumference and space between sealing lips 
of new oil seal with ATF. 


* Installation position: open side of oil seal points towards gear- 
box 


~ 
. | A37-10814 
a As 


` 


— Fit oil seal on gearbox housing and press in as far as stop 
-arrow- using a suitable socket. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 


= Insertegëarbox selector tever with Shaftieoes not guarantee or accept any liability 


with respect to the correctness of information in this document. Copyright by AUDI AG 


a Note 


Ifthe operating rod for the locking pawl has slipped too far towards 
the rear, it can only be pulled forward again -arrow 2- if the locking 
pawl is pressed at the same time -arrow 1-. 


- Drive roll pin -2- into shaft of gearbox selector lever until flush 
using a suitable punch -1- . 


- Install mechatronic unit > Servicing 8-speed automatic gear- 
box; Rep. gr. 38 ; Mechatronic unit; Removing and installing 
mechatronic unit . 


— Install ATF filter > page 90. 
— Install ATF oil pan > page 87. 


— Install front silencer(s) > Rep. gr. 26 ; Exhaust pipes/silenc- 
ers; Exploded view - silencers . 


— Fill up with ATF > page 82. 
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2 Removing and installing gearbox 


> “2.1 Removing gearbox”, page 41 


=> “2.2 Installing gearbox”, page 54 
> “2.3 Tightening torques for gearbox”, page 62 


2.1 Removing gearbox 


Special tools and workshop 
equipment required 


V.A.G 1762 


Support bracket - 10 - 222 A- 
Removal lever - 80 - 200- 
Engine and gearbox jack - V.A.G 1383 A- 


Used oil collection and extraction unit - VAS 6622A- or -V.A.G 
1782- 


@ Engine bung set - VAS 6122- 
+ Hose clip pliers - VAS 6362- 


© >è è è 
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@ Gearbox support - T40173- 


T40173 
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Preparing gearbox support - T40173- : 


— Mounting block attached at -position 1- must be rotated so that 
the shorter side faces upwards. 


— Mounting block attached at -position 2- must be rotated so that 
the longer side faces upwards. 


— Mounting blocks attached at -position 3- must be rotated so 
that the shorter side faces upwards. 


Removing gearbox 

Observe safety precautions > page 2. 

* Electromechanical parking brake is released. 
* Shift selector lever to position “D/S”. 


— Bring front wheels into straight-ahead position. 


De-energising high-voltage system 


A WARNING 


Observe general warning instructions for work on the high - 


voltage system > Electrical system, hybrid; Rep. gr. 
General warning instructions for work on the high-voltage sys- 
fem. 


The high-voltage system must be de-energised according to the 
routine in the vehicle diagnostic tester , 
and ONLY by this method. 


A DANGER! 


High voltage can cause fatal injury. 


Danger of severe or fatal injuries from electric shock. 


@ The high-voltage system may only be de-energised by a 
suitably qualified person (Audi high-voltage technician). 


$ /t must be definitely confirmed that the high-voltage sys- 
tem is de-energised. The system may only be de-ener- 
gised using the vehicle diagnostic tester via “Guided Fault 
Finding’. 
The qualified person (Audi high-voltage technician) con- 
firms that the system Is de-energised and uses the locking 
cap - T40262- to ensure that the system cannot be re- 
energised. As an additional precaution, the ignition key 
and the maintenance connector for high-voltage system - 
TW- are then stored in a safe place by the qualified per- 
son. 


The qualified person (Audi high-voltage technician) marks 
the vehicle by attaching the appropriate warning signs. 


A3T-11147 
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(å Note 


@ De-energising high-voltage system: 


Connect vehicle diagnostic tester. 


+ 
@ Select|Guided Fault Finding| mode. 
+ 


Using the button, select the following menu options in 
succession. 


@ [Function/Component Selection] 

+ [Body] 

@ [Electrical system] 

@ [Self-diagnosis compatible systems] 

+ [8c - Hybrid battery management -J840| 
+ [C - Hybrid battery management, functions] 
° 


51 - De-energise high-voltage system (Rep. Gr. 93 


— Remove engine cover panel > Rep. gr. 10 ; Engine cover 
panel; Removing and installing engine cover panel . 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, ig 
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- Remove plenum chamber partition panel -4- > General body 
repairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - ple- 
num chamber partition panel . 


A50-10159 |f 
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— Remove front wheels > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


— Remove cover -1- for drive shaft from wheel housing (both 
sides) = General body repairs, exterior; Rep. gr. 66 ; Noise 
insulation; Exploded view - noise insulation . 


— Remove noise insulation -1- and -2- > General body repairs, 
exterior; Rep. gr. 66 ; Noise insulation; Removing and instal- 
ling noise insulation . 


— Remove coolant pipe on gearbox (right-side) > Rep. gr. 19; 
Coolant pipes; Removing and installing coolant pipes . 


-— Remove front silencer > Rep. gr. 26 ; Exhaust pipes/silenc- 
ers; Exploded view - silencers . 


- Remove subframe iei al ée => Running gear, axles, Steer: 
ing; Rep. gr. 40; gT RE e BUNTAR OEE RAEN HEBE s or 


cross brace . 


A Caution 


Risk of damage to parts of the running gear. 


@ Do not let the vehicle down on the wheels if the gearbox 
mounting, steering rack or subframe cross brace are not 
properly installed. 
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(a) Note 


Place a cloth below to catch escaping coolant. 


— Remove bolts -arrows- and press ATF cooler slightly to side. 


a Note 


-/tems 1... 4- can be disregarded. 


— Remove bolts -arrows- and detach heat shield for drive shaft 
(right-side). 


- Unbolt drive shafts (left and right) from flange shafts of gear- 
box > Running gear, axles, steering; Rep. gr. 40 ; Drive shaft; 
Removing and installing drive shaft . 


Protected by copyright. Copying for private or co! 
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— Remove bolt -3- and detach potential-equalisation: line*2+ frommation 
gearbox. 
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— Detach intermediate steering shaft from steering rack and 
telescope splines upwards > Running gear, axles, steering; 
Rep. gr. 48 ; repel | column; Removing and installing inter- 
mediate steering shaft . 


— Unplug electrical connector -1- for vehicle signals (CAN bus 
and terminal 15) from power steering control unit - J500- (to 
do this, release retainer and press down release catch). 


— Unplug electrical connector -2- for supply voltage (terminal 30) 
from power steering control unit - J500- (to do this, release 
retainer -arrow- and press down release catch). 
Protected by copyright. Copying for private or commercial purposes, in 
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— Remove bolts (left and right) -arrows- and detach heat shield 


meee” FV 
| 
— Fold back heat insulation sleeve. 


— Unplug electrical connector -arrow- for auxiliary hydraulic 
pump 1 for gearbox oil - V475- at right of gearbox. 


— Move electrical wiring clear. 


Pr 
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— Unplug electrical connector -2-. 
— Release hose clip -1- and detach coolant hose. 


A Caution 


The gearbox control unit (mechatronic unit) can be irreparably 


damaged by electrostatic discharge. 


$ Do not touch contact pins in gearbox connector with bare 
hands. 


- Touch gearbox housing with your hand (without gloves) to dis- 
charge any static electricity. 


— Turn fastener anti-clockwise -arrow- and unplug electrical con- 
nector on gearbox. 


— Move electrical wiring harness clear on gearbox. 
— Unplug connector -A- for high-voltage wiring harness for drive 


motor - PX2- and connector -B- on drive motor rotor position 
sender 1 - G713- at top left of gearbox. 


— Unplug connector -C- for Lambda probe after catalytic con- 
verter - G130- and detach from cable tie -arrow-. 


- Unplug electrical connector -2- for engine speed sender - G28- 
and move wiring ‘lear? by copyright. Copying for private or commercial purposes, in part 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or 


with respect to the correctness of information in this document. Copyrigh 
Disregard -item 1-. 
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— Use removal lever - 80 - 200- to press ball socket -1- on se- 
lector lever cable off gearbox selector lever. 


— Pry off retaining clip -2- and detach selector lever cable from 
gearbox. 


[a] Note 


Do not bend or kink the selector lever cable. 


— ee 
| A37-10860 


— Pull cover -1- off bottom of gearbox -arrow-. 


i mai 
A10-10628 


- To loosen bolts for electric drive motor - V141- , counterhold 
crankshaft with angled ring spanner -1- at central bolt on vi- 
bration damper. 


(i) Note 


When F ti then turn the crankshaft, only turn crankshaft in direc- 
tion of engine rotation -arrow-. 


Protected by copyright. Copying for private or commercial purposes, in part or in 
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— Remove 3 bolts -arrow- securing electric drive motor - V141- 
to drive plate (turn crankshaft 120° in direction of engine 
rotation each time). 


lie enn 
t| A10-10629 


2. Removing and installing gearbox 49 


COED Audi A6 2011 > , Audi A7 Sportback 2011 > 
Aue: 8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 


— Move clear coolant line -1-. 
— Unscrew bolts -arrows- and remove cover -2-. 


— Move electrical wiring -1- clear. 


A WARNING 


Working on vehicles with high-voltage wiring: 


¢ Do not support yourself or tools on high-voltage wiring or 
S components --> this can damage the insula- 
ion. 


High-voltage wiring must not be excessively bent or 
kinked --> this can damage the insulation. 


The round high-voltage connectors are colour-coded with 
an external coloured ring and are provided with mechan- 
ical coding or guide lugs. It is important to observe this 
coding when joining up the round high-voltage connec- 
tors; otherwise the connectors can be damaged. 


- Disconnect electrical wiring -2- from power and control elec- 
tronics for electric drive - JX1- > Electrical system, hybrid; 
Rep. gr. 93 ; Power and control electronics for electric drive; 
Removing and installing power and control electronics for 
electric drive . 


- Release catch -arrow- and move bracket with electrical wiring 
clear towards rear. 

— Lift retaining clips -1, 4- and loosen hose clip -3- to detach 
coolant hoses. 

- Unplug electrical connectors -2- and move clear. 
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Release hose clips -1- and detach coolant hoses. 
Remove bolts -arrows- and detach bracket with pump unit. 


Remove bolts -2 ... 5- securing engine to gearbox from gear- 
box side. 


[a] Note 


Bolts -3, 5- also secure wiring retainer on gearbox. 


[a] Note 


+ 


+ 


Bolt -2- secures the starter to the gearbox and has an addi- 
tional spacer sleeve -arrow-. 


Take off this sleeve when pulling out the top securing bolt for 
the starter. 


Set up support bracket - 10 - 222 A- as shown in illustration. 


Hook spindles -10 - 222 A /11- onto engine lifting eyes (front 
and rear). 


Partly take up weight of engine with spindles. 


Protected by copyright. Copying for private or commercial purposes 
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— Remove bolts -arrows- and detach torque reaction support 


— Remove bottom bolt -arrow 1- for starter from engine side. 
— Remove engine/gearbox securing bolt -arrow 2-. 


— Remove engine/gearbox securing bolts -7 ... 10-. 


(å) Note 


Do not remove bolt -6- at this stage. 


A Caution 


Risk of leaks on ATF oil pan. 
$ Do not apply gearbox support - T40173- at ATF oil pan. 


- Position engine and gearbox jack - V.A.G 1383 A- with gear- 
box support - T40173- (already prepared > page 43 ) under- 
neath gearbox. 


— Gearbox support must be positioned as follows at front of 
gearbox: 


* Onleft side of gearbox, mounting block -2- must be positioned 
against gearbox housing behind aperture for electric drive mo- 
tor - V141- . 


* On right side of gearbox, mounting block -1- is positioned 
against front final drive. 
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— Use tensioning strap -1- to secure gearbox. 


2 VAG 1383A 


A37-11153 


[a] Note 


For illustration purposes, the gearbox support - T40173- is not 
shown. 
— Remove bolts -arrows- for tunnel cross member. 


— Remove last bolt securing engine to gearbox. 


— Separate gearbox from engine and carefully push gearbox 
slightly towards the rear. 


— When doing so, pay attention to steering pinion/steering rack 
on left side of gearbox. 


— When lowering gearbox, aque position of gearbox using spin- 
dles on gearbox support - T40173 


[a] Note k- or 
=, V.A.G 1383A 
@ When lowering the gearbox, make sure that no wires or hoses co 


are trapped on the top of the gearbox. 


@ For further repairs, secure gearbox to engine and gearbox 
support - VAS 6095- > page 69. 


+ Removing and installing electric drive motor V14 
trical system, hybrid; Rep. gf... 93. ‘the peas n ° i of f ' 
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— Remove end seal -1-. 


a Note 


Disregard -arrows-. 


te 


= 


2.2 Installing gearbox 
Special tools and workshop equipment required 


+ All special tools and workshop equipment already required for 
gearbox removal, plus the following additional tools. 


@ Vehicle diagnostic tester 
@ Ring spanner insert, 16 mm - V.A.G 1332/14- 


V.A.G 1332/14 


@ Transportation lock - T40170- 
T40170 


Nok 


A Si 
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Procedure 


A DANGER! 


High voltage can cause fatal injury. 
Danger of severe or fatal injuries from electric shock. 


$ All work on the de-energised high-voltage system must be 
performed by an "electrically instructed person (EIP)" > 
Electrical system, hybrid; Rep. gr. 93. 


@ Work on the de-energised high-voltage system may only 
be performed when the vehicle is clearly identified with 
signs to confirm that it has been de-energised, and safety 
measures have been taken to prevent re-energisation. 


A WARNING 


Observe general warning instructions for work°on the ay 
voltage system > Electrical system, hybrid; Rep. gr. 93; 
General warning instructions for work on the high-voltage sys- 
fem. 


A not 


@ Renew bolts which are tightened by turning through a speci- 
fied angle. The aluminium bolts securing the engine to the 
gearbox can be re-used once > page 63. 


+è Renew self-locking nuts and bolts, and seals, O-rings and 
gaskets. 


@ Secure all hose connections with the correct hose clips (as 
original equipment); refer to > Electronic parts catalogue . 


+è Re-attach all cable ties at the same locations when re-instal- 
ling. 


Tightening torques for installing gearbox > page 62 


- Before fitting a replacement gearbox, always blow through the 
ATF cooler and ATF lines with compressed air (not more than 
10 bar) > page 78. 


— Before installing gearbox, clean residue from threads for en- 
gine/gearbox connection in cylinder block using a thread tap. 


— When fitting a replacement gearbox: attach gearbox support, 
gearbox mounting and tunnel cross member to new gearbox 


=> page 64. 


— If not already fitted, install cable support bracket on replace- 
ment gearbox => page 18. 
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A Caution 


Risk of leaks on ATF oil pan. 


@ Do not apply gearbox support - T40173- at ATF oil pan. 


- Position gearbox on gearbox support - T40173- (already pre- 
pared > page 43 ) and secure with tensioning strap -1-, as 
shown in illustration. 7 V.A.G 1383A 


- The following preparations must be made before joining the 
engine and gearbox: 


— Rotate electric drive motor - V141- so that hole next to notch 
-arrow- is visible in recess at bottom of gearbox housing, as 
shown in illustration. 


a Note 


There is only one notch on the circumference; turn the electric 
drive motor - V141- accordingly. 


— Insert transportation lock - T40170- into gearbox housing from 
below and clamp onto flange shaft -1-. 


Protected by copyright. Copying fq 


permitted unless authorised by A ° A10-10826 
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— Check that dowel sleeves -A- for centralising engine/gearbox 
are in the cylinder block; install any missing dowel sleeves. 


— Check whether aluminium bolts for engine/gearbox connec- 
tion can be reused and mark bolts if necessary > page 63 . 


— Coat end seal -1- with lubricant before fitting. 


Protected by copyright. Copying for private or commercial purposes 
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— Bring starter -1- and end seal -2- into installation position. To 
do so, use plastic/rubber wedge -4- to position starter in in- 
stallation position while supporting starter on engine support 


[a] Note 


/t is important to ensure that the end seal is in the correct instal- 
lation position relative to the starter, as otherwise the securing 
bolts for the starter would be difficult to fit and the sealing function 
of the end seal would not be assured. 


— Insert top starter bolt -2- in gearbox. 
— Fit spacer sleeve -arrow- onto bolt -2-. 
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— Bring gearbox into position on engine and tighten bolts 


— Tighten starter using bolts -1- and -2-, making sure that end 
seal is in correct position. 


— Remove transportation lock - T40170- . 


- Raise gearbox and tighten bolts -arrows- for tunnel cross 
member > page 64 . 


— Slacken tensioning strap and move engine and gearbox jack 
- V.A.G 1383 A- with gearbox support - T40173- out from un- 
derneath gearbox. 


— Press electric drive motor - V141- slightly against drive plate 
on engine. 


- Secure electric drive motor - V141- to drive plate as follows: 


(a) Note 


Use ring spanner insert, 16 mm - V.A.G 1332/14- to tighten bolts. 


- Screw in first bolt -arrow- hand-tight (2 Nm). 


- Using an angled ring spanner -1-, turn crankshaft at vibration 
damper 240° further in direction of engine rotation -arrow-. 
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— Tighten bolt -arrow- accessible in this crankshaft position to 
specified torque > Electrical system, hybrid; Rep. gr. 93; 
Electric drive motor; Exploded view - electric drive motor . 


— Turn crankshaft 120° further each time and tighten remaining 
2 bolts to specified torque. 


— Tighten remaining gearbox/engine securing bolts -3 ... 5-. 


(i) Note 


Bolts -3, 5- also secure wiring retainer on gearbox. 


A WARNING 


Working on vehicles with high-voltage wiring: 


¢ Do not support yourself or tools on high-voltage wiring or 
associated components --> this can damage the insula- 
tion. 


High-voltage wiring must not be ‘excessively bent or’: ' 
kinked --> this can damage the insulation. A 
The round high-voltage connectors are colour-coded with 
an external coloured ring and are provided with mechan- 
ical coding or guide lugs. It is important to observe this 
coding when joining up the round high-voltage connec- 
tors; otherwise the connectors can be damaged. 


— Connect high-voltage wiring harness for drive motor - PX2- => 
Electrical system, hybrid; Rep. gr. 93 ; High-voltage wires; 
Removing and installing high-voltage wiring harness for drive 
motor . 


— Attach connector -A- for high-voltage wiring harness for drive 
motor - PX2- and connector -B- on drive motor rotor position 
sender 1 - G713- at top left of gearbox. 


— Plug in connector -C- for Lambda probe after catalytic con- 
verter - G130- and fit cable tie -arrow-. 


f | A37-11186 | 


ee | 
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- Secure potential equalisation line -2- to gearbox with bolt -3- 
> Electrical system, hybrid; Rep. gr. 93 ; Potential equalisa- 
tion lines . 


— Install torque reaction support > Rep. gr. 10 ; Assembly 
mountings; Exploded view - assembly mountings . 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install selector lever cable on gearbox > page 26 . 


— Secure intermediate steering shaft to steering rack > Running 
gear, axles, steering; Rep. gr. 48 ; Steering column; Removing 
and installing intermediate steering shaft . 


— Secure drive shafts (left and right) to flange shafts of gearbox 
> Running gear, axles, steering; Rep. gr. 40 ; Drive shaft; 
Removing and installing drive shaft . 
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— Install subframe cross brace > Running gear, axles, steering; 
Rep. gr. 40 ; Subframe; Exploded view - subframe . 


— Install heat shield for drive shaft (right-side) > Running gear, 
axles, steering; Rep. gr. 40 ; Drive shaft; Exploded view - drive 
shaft . 


— Install noise insulation > General body repairs, exterior; Rep. 
gr. 66 ; Noise insulation; Exploded view - noise insulation . 


— Fit front wheels > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


Re-energising high-voltage, system yi): co; 


urpose 


er 


The high-voltage system must.b e-energised according, to the w 
routine in the vehicle diagnostic tester , 
and ONLY by this method. 


A DANGER! 


High voltage can cause fatal injury. 


mitted unless autt juarai 
te juara 


Danger of severe or fatal injuries from electric shock. 


The high-voltage system may only be re-energised by a 
suitably qualified person (Audi high-voltage technician). 


The system may only be re-energised using the vehicle 
diagnostic tester via “Guided Fault Finding”. 


The vehicle is then made ready for operation again by the 
qualified person (Audi high-voltage technician). 


The qualified person (Audi high-voltage technician) marks 
the vehicle by attaching the appropriate warning signs. 


(å) Note 


Re-energising high-voltage system: 


Connect vehicle diagnostic tester. 


Select|Guided Fault Finding| mode. 


Using the button, select the following menu options in 
succession. 


Body| 
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Observe measures required after connecting battery > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 
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A Caution 


Overvoltage can cause irreparable damage to control units. 
$ Do not use charger for boost starting. 


— Check selector lever cable and adjust if necessary 
> page 32. 


— Check ATF level and top up as required > page 79. 


— Connect coolant hoses with plug-in connector, check coolant 
level and top up as required > Rep. gr. 19 ; Cooling system/ 
coolant; Draining and filling cooling system . 


— Check whether basic setting for electric drive: motor~V141-is 
required and perform basic setting if necessary’ »*'Electrical 
system, hybrid; Rep. gr. 93 ; Electric drive motor . 


2.3 Tightening torques for gearbox 


(å) Note 


@ Tightening torques apply only to lightly greased, oiled, 
Phosphated or black-finished nuts and bolts. 


+ Additional lubricant such as engine or gear oil may be used, 
but do not use graphite lubricant. 


è Do not use parts which have been degreased. 
@ Tolerance for tightening torques is + 15 %. 


Other tightening torques: 


Bolts and nuts 
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Engine/gearbox securing bolts 


| litm | B S| Nm 
1) moso | 65 
o [| moe | o 


* 1) Also secures starter. 


2) Property class 10.9; the steel bolt can be re-used any 
number of times. 


3) Aluminium bolts can be used twice only > page 63 . 
4) With bracket for wiring 


5) Installed from engine side. 


@ The aluminium bolts -2 ... 11- may only be used twice. After 
they have been used once, an “X” -arrow- must therefore be 
chiselled onto the bolts. 


+ To prevent damage to the bolts, they must not be clamped in 
a vice when marking them. Clamp a 14 mm socket with 1/2" 


drive in the vice instead, and insert the bolt into the socket, as 
shown in illustration. 


Ais JF 
@ Bolts marked with an “X” must not be used again. g 


q -o 
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3 Assembly mountings 


=> “3.1 Exploded view - assembly mountings”, page 64 


=> “3.2 Removing and installing tunnel cross member’, 
page 64 


3.1 Exploded view - assembly mountings 


1 - Bolt 
OQ M10x55 (8.8): 40 Nm 
OQ M10x40 (10.9): 70 Nm 


2 - Tunnel cross member 


QO = “3.2 Removing and in- 
stalling tunnel cross 
member”, page 64 


3 - Stop 
Q) For gearbox mounting 
4 - Gearbox mounting 


Q Removing and installing 
=> Rep. gr. 10; Assem- 
bly mountings; Remov- 
ing and installing gear- 
box mounting 

5 - Bolt 


Q 40Nm 


6 - Nut 


Q Only remove if gearbox 
mounting has to be de- 
tached from gearbox 
support 


QO 20Nm 


7 - Bolt 
QO 40Nm 


8 - Gearbox support 


QO Removing and installing 
=> Rep. gr. 10 ; Assem- 
bly mountings; Remov- 


ing and installing gear- Gd l 
box mounting 
9 - Bolt 
Q Only remove if gearbox mounting has to be detached from gearbox support 


OU Renew 
QO 20 Nm +90° 


10 - Nut 
QO 20Nm 


gig 


Sees eer, E 


3.2 Removing and installing tunnel cross 
member 


Special tools and workshop equipment required 
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@ Engine and gearbox jack - V.A.G 1383 A- 
V.A.G 1383 A 


@ Gearbox support - T10337- 


W00-10418 


Removing 


— Remove rear noise insulation -2- = General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 
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— Remove bolts -arrows- for front exhaust pipe. 


Taena 
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— Setup gearbox support - T10337- on engine and gearbox jack 
- V.A.G 1383 A- . 


— Apply gearbox support - T10337- below gearbox. 
- sae nen slightly using engine and gearbox jack - V.A.G 


A WARNING 


Risk of accident. 


@ Engine and gearbox jack - V.A.G 1383 A- must remain in 
position when work is being carried out and must not be 
left unattended. 


— Remove bolts -arrows- for tunnel cross member. 


— Unscrew nuts -arrows- and remove tunnel cross member. 
Installing 

Installation is carried out in reverse sequence. 

Tightening torques 

@ = “3.1 Exploded view - assembly mountings”, page 64 


@ = Rep. gr. 26 ; Exhaust pipes/silencers; Exploded view - si- 
lencers 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 
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4 Transporting gearbox 
Special tools and workshop equipment required 
@ Hook and support tool - 3311- 


@ Bolt -3311/1- 
3311/1 


@ Workshop hoist - VAS 6100- 
VAS 6100 


WO0-11307 


Procedure 


* Gearbox removed 


A Caution 


Risk of damage to gearbox components if gearbox is not sup- 
ported correctly when removed. 


@ Do not set down the gearbox on its ATF oil pan. 


If not already removed, detach support bracket for selector lever 
cable from gearbox = page 18. 
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A WARNING 


Risk of accident if gearbox is not secured sufficiently. 


$ Replace bolt of hook and support tool - 3311- with new, 
longer bolt -3311/1- . 


@ Otherwise the gearbox is not secured properly. 


— Secure gearbox to hook and support tool - 3311- (using new, 
longer bolt -3311/1- ). 


— The workshop hoist - VAS 6100- can be used to lift and move 
the gearbox. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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5 Securing to engine and gearbox sup- 
port 

Special tools and workshop equipment required 

@ Retaining plate - VW 309- 


VAS 6095 i 


@ Engine and gearbox support - VAS 6095- 


Procedure 
* Gearbox is on workshop hoist - VAS 6100- > page 67 . 
- Serie support plate - VW 309- to hook and support tool - 


— Using workshop hoist - VAS 6100- , insert gearbox into engine 
and gearbox support - VAS 6095- . 


[a] Note 


If the filled gearbox with ATF oil pan is to be turned upside-down 
on the engine and gearbox support, the AroaaS for the poemo 
housing-and finabddve must-be sealedne: purposes, in part or i s not 


permitted unless authorised by AUDI AG. AUDI AG 


with respect to the correctness of information in this document 
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6 ATF circuit 
> “6.1 Exploded view - ATF circuit”, page 70 
> “6.2 Removing and installing ATF cooler”, page 71 


> “6.3 Removing and installing ATF lines”, page 74 


6.1 Exploded view - ATF circuit 


A Caution 


Risk of damage to gearbox 


@ All plugs inserted in ATF lines and gearbox when disman- 
tling must be removed. 


$ /fyou forget to remove the plugs, the ATF cooling will be 
ineffective and the gearbox will be damaged. 


1 - Retaining clip 
2 - O-ring 
QO Renew 
Q Lightly lubricate with 
ATF before inserting 
3 - ATF cooler 


QO = “6.2 Removing and in- 
stalling ATF cooler”, 
page 71 
4 - Bolt 


QO 8Nm 
5 - O-ring 
QO Renew 


Q Lightly lubricate with 
ATF before inserting 


Protected bycopyrig 
6 = Retaining clip permitted unless au 


with respect to thq 
7 - O-ring 
QO) Renew 
Q Lightly lubricate with 
ATF before inserting 
8 - ATF line 
Q Cleaning = page 78 
Q Push in by hand with 
new O-rings as far as 
stop 
9 - Bolt 
Q First push in ATF lines 
with new O-rings by 


hand as far as stop [Aa7-10812 | 
A3T-10912 


QO) Retaining tab on bottom 
ATF line should rest on 
thread of gearbox 


QO) Retaining tab on top ATF line should rest on retaining tab on bottom ATF line 
Q 20Nm 
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10 - Bolt 
QO 8Nm 
11 - O-ring 
QO) Renew 
Q Lightly lubricate with ATF before inserting 


12 - ATF line 
QO Cleaning > page 78 
Q Push in by hand with new O-rings as far as stop 


13 - Bolt 
QO 8Nm 


6.2 Removing and installing ATF cooler 
Special tools and workshop equipment required 
+ Hose clamps, up to 25 mm - 3094- 


W00-11130 


+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 
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Removing 


— Remove subframe cross brace > Running gear, axles, steer- 
ing; Rep. gr. 40 ; Subframe; Removing and installing subframe 
cross brace . 


A Caution 


Risk of damage to parts of the running gear. 


@ Do not let the vehicle down on the wheels if the gearbox 
mounting, steering rack or subframe cross brace are not 
properly installed. 


ene, 


A40-10357 |2 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


Vehicles up to model year 2014 
— Pull off retaining clips -1- and -4- and disconnect ATF lines. 


a Note 


Place a cloth below the connection to catch escaping coolant. 


— Clamp off coolant hoses using hose clamps up to 25 mm - 
3094- and disconnect hoses (release hose clips -2- and -3-). 


= 3 = 
- Remove, bolts.;arrows;,and detach.ATE,.cooler... in part or in whole, is not 5 ee ee 
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Installation is carried out in reverse sequence; note the following: 
— Push on ATF lines as far as stop and fit retaining clips -1- and 


— Loosen, but do not remove, all three bolts -arrows- on ATF 
lines. 


A Caution 


Risk of damage to ATF cooler if ATF lines are tensioned. 
$ Release tension at ATF lines by loosening securing bolts. 


- Tighten bolts -arrows- to specified torque again. 


(à Note 


Renew O-rings. 


A37-11281 


— Check ATF level > page 79. 
Tightening torques 
@ = “6.1 Exploded view - ATF circuit”, page 70 


@ Subframe cross brace > Running gear, axles, steering; Rep. 
gr. 40 ; Subframe; Exploded view - subframe 
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Vehicles from model year 2014 onwards 


— Press ATF line -1- all the way onto ATF connection until re- 
tainers are disengaged, and release retaining clip. 


— Detach ATF line. 


— Clamp off coolant hoses using hose clamps up to 25 mm - 
3094- and disconnect hoses (release hose clips -2- and -3-). 


— Remove bolts -arrows- and detach ATF cooler. 


<i) A37-10988 


Installing 
Installation is carried out in reverse sequence; note the following: 
— Lightly lubricate ATF connection with ATF. 


— Press ATF line -1- all the way onto ATF connection until re- 
tainers are disengaged. 

— Holding in this position, press down retaining clip of quick-re- 
lease coupling. 


[437-11242_ | 1242 
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— Loosen all three bolts -arrows-, but do not remove. 


A Caution 


Risk of damage to ATF cooler if ATF lines are tensioned. 


@ Release tension at ATF lines by loosening securing bolts. 


— Tighten bolts -arrows- to specified torque again. 

— Check ATF level > page 79. 

Tightening torques 

@ = “6.1 Exploded view - ATF circuit”, page 70 

@ Subframe cross brace > Running gear, axles, steering; Rep. 


gr. 40 ; Subframe; Exploded view - subframe 
6.3 Removing and installing ATF lines 


Special tools and workshop equipment required 
+ Used oil collection and extraction unit - VAS 6622A- 


@ Engine bung set - VAS 6122- 


@ Hose, approx. 18 mm dia. 
+ Compressed-air gun (commercially available) 


+ Safety goggles 
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[a] Note 


+ Refer to general repair instructions > page 9. 


+ Note rules for cleanliness when working on automatic gearbox 
> page 8. 


+ Seal off open lines and connections with clean plugs from en- 
gine bung set - VAS 6122- . 


@ Check ATF level after renewing ATF lines > page 79. 


A Caution 


Risk of damage to gearbox 


@ All plugs inserted in ATF lines and gearbox when disman- 
tling must be removed. 


@ /f you forget to remove the plugs, the ATF cooling will be 
ineffective and the gearbox will be damaged. 


Vehicles up to model year 2014 
— Pull off retaining clips -1- and -4- and disconnect ATF lines. 


— Remove bolts -arrows- and detach ATF lines. 


— Seal off open lines and connections with clean plugs from en- 
gine bung set - VAS 6122- . 


y = 
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Installing 
Installation is carried out in reverse sequence; note the following: 


A Caution 


Risk of damage to gearbox 


@ All plugs inserted in ATF lines and gearbox when disman- 
tling must be removed. 


@ /fyou forget to remove the plugs, the ATF cooling will be 
ineffective and the gearbox will be damaged. 


— Push on ATF lines as far as stop and fit retaining clips -1- and 
- Tighten bolts -arrows- to specified torque again. 

— Check ATF level > page 79. 

Tightening torques 

+ > “6.1 Exploded view - ATF circuit”, page 70 


@ Subframe cross brace > Running gear, axles, steering; Rep. 
gr. 40 ; Subframe; Exploded view - subframe 


Vehicles from model year 2014 onwards 


— Press ATF line -1- all the way onto ATF connection until re- 
tainers are disengaged, and release retaining clip. 


— Detach ATF lines. 


A37-11242 
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— Remove bolts -arrows- and detach ATF lines. 


— Seal off open lines and connections with clean plugs from en- 
gine bung set - VAS 6122- . 


Installing 
Installation is carried out in reverse sequence; note the following: 


A Caution 


Risk of damage to gearbox 
~ $ . Protected by copyright. Copying f ie, is not 
$ All plugs inserted in ATF lines and gearbox when < OF EN 
tling must be removed. with respect to the correctness of scpyright iF Vos AG 


$ /fyou forget to remove the plugs, the ATF cooling will be 
ineffective and the gearbox will be damaged. 


Lightly lubricate ATF connection with ATF. 


— Press ATF line -1- all the way onto ATF connection until re- 
tainers are disengaged. 


— Holding in this position, press down retaining clip of quick-re- 
lease coupling. 
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— Tighten bolts -arrows- to specified torque again. 
— Check ATF level > page 79. 

Tightening torques 

@ = “6.1 Exploded view - ATF circuit”, page 70 


@ Subframe cross brace > Running gear, axles, steering; Rep. 
gr. 40 ; Subframe; Exploded view - subframe 


Cleaning 


B Note i 


Note rules for cleanliness when working on automatic gearbox 
> page 8. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
ri d not t tany diability 
= Barina Ra ata HAERA, AAE ect ds ed 
ATF cooler an ines with compressed air (not more than 
10 bar). 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


a Note 


If the ATF which emerges during cleaning is very dirty, the ATF 
cooler and ATF lines must additionally be flushed out with clean 
ATF. 


78 Rep. gr.37 - Controls, housing 


Audi A6 2011 > , Audi A7 Sportback 2011 > 
8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 Auer 


7 ATF 


=> “7.1 Checking ATF level”, page 79 

=> “7.2 Draining and filling ATF”, page 82 

7.1 Checking ATF level 

Special tools and workshop equipment required 
@ Vehicle diagnostic tester 


+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 


VAS 6262A 


+ Adapter for oil filling - VAS 6262 A- 


WO0-11258 


+ Adapter for filling ATF oil - VAS 6262/5- 


@ If necessary, adapter - VAS 6262/6- 
VAS 6262/6 


wWoO0-11116 


+ 1 litre ATF container (genuine replacement part) > Electronic 
parts catalogue 


@ Safety goggles 
@ Protective gloves (acid resistant) 
Test conditions 


* Gearbox must not be in emergency running (backup) mode. 
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* Vehicle must be absolutely horizontal (drive it onto a four-pillar 
lifting platform or over an inspection pit). 


* Gearbox is in position “P”. 


* Parking brake button must be pulled up to apply the electro- 
mechanical parking brake. 


* Extractor hose(s) of an exhaust gas extractor must be con- 
nected. Extractor switched on. 


+ Air conditioner and heating switched off. 


* Vehicle diagnostic tester is connected. 


(à Note 


The ATF temperature should not be higher than 30° C - 35° C at 
the beginning of the test (the temperature will rise during the test). 
This is because the oil level measurement value is only correct if 
measured between 35°C and 45°C (maximum 50°C in hot cli- 
mates). 


A Caution 


Risk of damage to gearbox 


$ Use only the ATF supplied as a replacement part for au- 
tomatic gearbox OBW. For allocation see > Electronic 
parts catalogue . 


Other types of oil cause malfunctions and/or failure,of the 
gearbox. 


The tools for filling ATF oil must be clean and the ATF must 
not be mixed with other types of ATF! 


The engine must not be started if only a little or no ATF 
remains in gearbox after repair work or after excessive 
ATF leakage. 


Procedure 


- Using the diagnostic tester in Guided Fault Finding mode, go 
to and select the following 


— Select the value for (ATF) from 


the menu. 


© © >è © Oe è 
© 


— Read off ATF temperature. 
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Checking and correcting ATF level 


A Caution 


Risk of damage to gearbox 


$ Automatic gearbox OBW is overfilled with a small amount 
of ATF during production. 


$ This drains out when ATF inspection and filler plug is 
opened and must be refilled. 


- Remove rear noise insulation--2~ = -General-body repaits;-€xX~:o\a! pu 
terior; Rep. gr. 66 ; Noise insulation; Removing ‘and ‘installing’ no 
noise insula ion ` with respect to the correctness of nformation in this docur 


— Start engine with selector lever in position “P”. 


[a] Note 


@ Only start the gh when all the necessary items have been 
prepared. The ATF temperature increases very quickly, this 
may make it impossible to perform the ATF level check. 


è Thisisa had drive vehicle! The engine must be running 
when performing the ATF level check. To start the engine, 
open the bonnet or operate the kickdown function on the ac- 
celerator pedal module. 


— With brake pedal still depressed, select all gear positions (“P”, 
“R”, “N”, “D/S”) one after the other at idling speed, maintaining SET 
each position for at least 10 seconds. -eee 


— Shift gearbox into “P”. 
— Allow engine to continue running at idling speed. 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of injury 
$ Puton safety goggles. 


$ Wear protective gloves (acid resistant). 


7. ATF 81 


CORD Audi A6 2011 > , Audi A7 Sportback 2011 > 
Aue: 8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 


— When an ATF temperature of 35 °C is reached, unscrew plug 
for ATF inspection and filler hole -arrow A- and drain off any 
surplus ATF. 


* Asmall amount of fluid should come out at the ATF inspection 
and filler hole -arrow A- when the ATF temperature is between 
35 °C and 45 °C (maximum 50° C in hot climates) (the fluid 
level rises due to expansion as it warms up). 


* If no ATF comes out, fill up with ATF > page 82. 


a Note 


+ You should add some ATF at a temperature of about 40° C; 
doing so will decrease the likelihood tha fecha WH PAVE ooo or core 
to be performed again because the ATF.level /s.too low.(this.)5) ac aut 


would mean cooling the gearbox to the test temperature):ness of information in thi 


or accept any liability 
»pyright by AUDI AG 


è TheATF inspection and filler hole must be sealed again before 
the ATF temperature reaches 45 °C (or a maximum of 50 °C 
in hot climates). 


+è Renew plug for ATF inspection and filler hole. 


— Tighten new plug -A- for ATF inspection and filler hole. 


A Caution 


Risk of damage to gearbox 


$ Automatic gearbox OBW is overfilled with a small amount 
of ATF during production. 


@ This drains out when ATF inspection and filler plug is 
opened and must be refilled. 


— Switch off engine. 


— Unscrew plug for filler hole -1- and put in 360 ml + 10 ml ATF 
using hand pump for gear oil - VAS 6617- . 


- Screw plug -1- back in and tighten. 
Tightening torques 


@ = “2.1 Overview of fitting locations - drain and inspection 
plugs”, page 111 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


7.2 Draining and filling ATF 


Special tools and workshop equipment required 
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+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 
' 
+ Adapter for oil filling - VAS 6262 A- 
VAS 6262 A 


WO0-11258 


+ Adapter for filling ATF oil - VAS 6262/5- 


+ If necessary, adapter - VAS 6262/6- 
VAS 6262/6 


wWoO0-11116 


+è 1 litre ATF container (genuine replacement part); for part num- 
ber refer to > Electronic parts catalogue . 


+ Safety goggles 
+ Protective gloves (acid resistant) 
Draining 


[a] Note 


When draining the ATF the gearbox should be warm (operating 
temperature). However, the engine must not be started when 
there is no ATF in the gearbox or if the level is too low. 

* Engine not running. 


* Vehicle must be absolutely horizontal (on a four-pillar lifting 
platform or over an inspection pit). 


* Gearbox is in position “P”. 
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* Parking brake button must be pulled up to apply the electro- 
mechanical parking brake. 


— Remove rear noise insulation -2- > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


Protected by copyright. Copying for private or com r 
permitted unless authorised by AUDI AG. AUDI Af [Ep4 
with respect to the correctness of information i 
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— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of injury. 
$ Put on safety goggles. 


$ Wear protective gloves (acid resistant). 


— Remove ATF drain plug -arrow B- and allow ATF to drain off. 


[a] Note 


@ Always adhere to waste disposal regulations. 


@ Renew ATF drain plug with seal. 
@ Renew plug for ATF inspection and filler hole. 


— Tighten new drain plug -arrow B=! OE ee ee 


AN Caution 


Risk of damage to gearbox 


respect to the corre Jocument. Copyright by AUDI AG 


@ Only the ATF available as a replacement part may be used 
for the automatic gearbox OBW. 


For correct version, refer to > Electronic parts catalogue 


Other types of oil cause malfunctions and/or failure of the 
gearbox. 


The tools for filling ATF oil must be clean and the ATF must 
not be mixed with other types of ATF! 


The engine must not be started if only a little or no ATF 
remains in gearbox after repair work or after excessive 
ATF leakage. 


Filling up ATF 
— Unscrew plug for ATF inspection and filler hole -arrow A-. 
— Shake ATF container before opening. 


— Screw 1 litre ATF container onto adapter for oil filling - VAS 
6262 A- ; for part number refer to > Electronic parts catalogue . 


(å) Note 


If thread on ATF container does not fit onto adapter for oil filling - 
VAS 6262 A- , use adapter - VAS 6262/6- . 


— Secure ATF container with adapter for oil filling - VAS 6262 A- 
as high as possible on vehicle. 
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— Insert adapter for filling ATF oil - VAS 6262/5- into ATF in- 
spection and filler hole -arrow-. 


— Fill up with ATF via adapter until ATF comes out of inspection 
and filler hole. 


— Shift gearbox into “P”. 
- Start engine and turn off after 20 seconds. 


— Continue filling with ATF using adapter until ATF comes out of 
inspection hole. 


- Start engine. 


- Continue filling with ATF via adapter until ATF comes out of 
inspection and filler hole again. 


— Tighten old plug for ATF inspection and filler hole. 


— With brake pedal depressed, select all gear positions (“P”, “R”, 
“N”, “D/S”) one after the other at idling speed, maintaining each 


position for at least 3 seconds. VAS 6262/5 


A37-10995 


— Shift gearbox into “P”. 
— Switch off engine. 


— Check ATF level and top up as required > page 79. 


[a| Note 


Observe all notes and test requirements for “Checking and cor- 
recting ATF level’. 
Tightening torques 


@ = “2.1 Overview of fitting locations - drain and inspection 
plugs”, page 111 
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38 — Gears, control 


1 ATF system 


> “1.1 Removing and installing oil pan”, page 87 


> “1.2 Removing and installing ATF strainer”, page 90 


For all further ATF system procedures, refer to > Servicing 8- 
speed automatic gearbox; Rep. gr. 38 ; ATF system . 


1.1 Removing and installing oil pan 
Special tools and workshop equipment required 
@ Guide pin - T40199- 


@ Engine and gearbox jack - V.A.G 1383 A- 
V.A.G 1383 A 


wW00-11135 


+` Gearbox support - T10337- 
T10337 


W00-10418 
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Removing 


a Note 


+ Rules for cleanliness when working on the automatic gearbox 
> page 8 


@ General repair instructions > page 9. 


Observe safety precautions > page 2. 
— Switch off ignition. 


— Remove subframe cross brace > Running gear, axles, steer- 
ing; Rep. gr. 40 ; Subframe; Removing and installing subframe 
cross brace . 


A Caution 


Risk of damage to parts of the running gear. 


@ Do not let the vehicle down on the wheels if the gearbox 
mounting, steering rack or subframe cross brace are not 
properly installed. 


— Remove gearbox support with gearbox mounting = Rep. gr. 
10 ; Assembly mountings; Removing and installing gearbox 
mounting . 


- Drain ATF = page 82. 


- Remove bolts for ATF oil pan in the sequence -12 ... 1-. 
— Remove ATF oil pan. 
Installing 


P s Protected by copyright. Copying for private or comr het Purposes, in part or į 
Installation is carried-out inreversesequence; note the. following: - or aco 


with respect to the correctness of information in this document. Copyright b 


@ Renew gasket and bolts for ATF oil pan. 


+ /fthe vehicle mileage is high, it is recommended to renew the 
ATF filter when removing the ATF oil pan > page 90 . Oth- 
erwise the ATF filter only has to be renewed if it has been 
damaged. 
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Clean both magnets -arrows-. Ensure that magnets make full 
contact with recesses in ATF filter. 


Clean sealing surface thoroughly; remaining material from the 
previous gasket must be removed completely. 


Make sure that the ATF filter is fitted correctly on the mecha- 
tronic unit, otherwise the ATF oil pan cannot be seated prop- 
erly on the entire surface. 


The intake neck -1- of the ATF filter must be inserted as far as 
the stop in aperture -2- of the mechatronic unit. 


The retainer -4- on the reverse side must engage on the bolt 
-3- located opposite on the mechatronic unit. 


The intake neck -5- of the ATF filter must be inserted as far as 
the stop in the aperture of the auxiliary hydraulic pump 1 for 
gearbox oil - V475- . 


Screw in the three guide pins - T40199- hand-tight, as shown 
in illustration. 


Fit ATF oil pan with new gasket over guide pins - T40199- and 
onto gearbox. 


A38-10230 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 
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- Screwin bolts -1 and 2- by hand until bolt heads make contact. 


— Remove guide pins - T40199- and tighten bolts in specified 
sequence. 


— Tighten bolts in 3 stages in the sequence shown: 


Stage | __ Bolts | Tightening torque/angle specification | 


Screw in new bolts by hand until bolt 
aa ee make contact 


a a Tum 45° further 


— Fill up with ATF = page 82. 
Tightening torques 
@ > “3.1 Exploded view - assembly mountings”, page 64 


@ Subframe cross brace > Running gear, axles, steering; Rep. 
gr. 40 ; Subframe; Exploded view - subframe 


1.2 Removing and installing ATF strainer 
Special tools and workshop equipment required 


+è Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


Protected by c opy right. Copying for private or commercial purposes, in part or in whole, is not 
permitted unle AUDI AG. AUDI AG do t 
with respect to the > correctness of information in this document. Copyright by A 


Removing 


(ë Note 


Rules for cleanliness when working on the automatic gearbox 
> page 8 


@ General repair instructions > page 9. 


— Remove ATF oil pan > page 87 . 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


- Carefully pull ATF filter downwards off mechatronic unit and 
auxiliary hydraulic pump 1 for gearbox oil - V475- in opposite 
direction to -arrows-. 


A38-10255 
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Installing 
Installation is carried out in reverse sequence; note the following: 


[a] Note 


Renew O-ring. 


— Fit O-ring -2- on ATF filter -1- and lubricate lightly with ATF. 


— Clean both magnets -arrows-. Ensure that magnets make full 
contact with recesses in ATF filter. 


— Fit ATF filter on mechatronic unit as follows. 


@ The intake neck -1- of the ATF filter must be inserted as far as 
the stop in aperture -2- of the mechatronic unit. 


@ The retainer -4- on the reverse side must engage on the bolt 
-3- located opposite on the mechatronic unit. 


@ The intake neck -5- of the ATF filter must be inserted as far as 
the stop in the aperture of the auxiliary hydraulic pump 1 for 
gearbox oil - V475- . 


— Install ATF oil pan > page 87. 
— Fill up with ATF > page 82. 


A38-10255 


Protected by copyright. Copy 
permitted unle 
with respect to the correctness of information in this document. Copyright by AUDI AG 
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2 Mechatronic unit 


For all mechatronic unit procedures, refer to > Servicing 8-speed 
automatic gearbox; Rep. gr. 38 ; Mechatronic unit . 


92 Rep. gr.38 - Gears, control 


Audi A6 2011 > , Audi A7 Sportback 2011 > 
8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 Auer 


3 Electric drive motor 


> “3.1 Exploded view - electric drive motor”, page 93 
> “3.2 General description - electric drive motor”, page 94 


> “3.3 Performing basic setting for electric drive motor”, 
page 94 


> “3.4 Removing and installing electric drive motor”, page 95 
> “3.5 Checking hub of electric drive motor”, page 102 
> “3.6 Renewing oil seal for electric drive motor”, page 102 


3.1 Exploded view - electric drive motor 


1 - Gearbox housing 


2 - Connection for coolant lines 
for electric drive motor - V141- 


3 - Bolt 
a 20 Nm 


4 - Bolt 
QO 20 Nm 


5 - Connection box housing for 
high-voltage wires 


Q Connection for high- 
voltage wires to electric 
drive motor - V141- 


Q Coding of high-voltage 
wires to electric drive 
motor - V141- > Electri- 
cal system, hybrid; Rep. 
gr. 93 ; High-voltage 
wires; Identification of 
high-voltage wiring 


6 - Cover for connection box 
for high-voltage wires 


ū Renew seal on cover for 
connection box 


Q Removing and installing 
> Electrical system, hy- 
brid; Rep. griQ3qohi 
voltage’ wires;:Remov-* 
ing ‘and installing Kigh: 
voltage wiring harness 
for drive motor 


7 - Bolt | 
Q Tightening torque > 5 
Electrical system, hy- H l 


brid; Rep. gr. 93 ; High- 
voltage wires; Removing and installing high-voltage wiring harness for drive motor 
8 - Electric drive motor - V141- 
QO > “3.4 Removing and installing electric drive motor”, page 95 
Q Checking hub of electric drive motor - V141- > page 102 


9 - Protective cap for high-voltage connections 
Q To be fitted during removal and installation of electric drive motor - V141- 
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10 - Bolt 
QO) Renew 
Q 10 Nm +75° 
11 - Bolt 
Q 10Nm 
12 - Bolt 
QO) Renew 
Q) 3x, for securing electric drive motor - V141- to drive plate 
QO) Tightening sequence = “2 Removing and installing gearbox”, page 41 
13 - Protective.cap-for coolantiline.connections conre 5) suo ac 
Q) To be fitted during removal and installation of electric drive motor - V141- 
14 - Protective cap for connection to gearbox 
QO) To be fitted after removal of electric drive motor - V141- 
Q Remove before installing electric drive motor - V141- 
15 - O-ring 
Q For input shaft 
QO) Renew 
16 - Oil seal 
Q For electric drive motor - V141- 


> “3.6 Renewing oil seal for electric drive motor”, page 102 


3.2 General description - electric drive mo- 
tor 


The electric drive motor - V141- -1- is located between the com- 
bustion engine and the gearbox. 


It acts directly on the input shaft and has the following functions: 
@ A drive motor to propel the vehicle with electric power only 


+ A generator to supply the electrical system with power and 
charge the drive battery - A2- . 


+ A starter to start the combustion engine. 


The disengagement clutch in the electric drive motor - V141- dis- 
engages the engine from the electric drive motor - V141- . The 
disengagement clutch is also designated “disengagement 
clutch F”, or just “clutch F”. 


The “disengagement clutch F” in the electric drive motor - V141- 
cannot be renewed separately; there is no provision for opening 
and dismantling the electric drive motor - V141- . 


Driving off in 1st gear is controlled by clutch B in the gearbox (also 
referred to as “drive-away clutch B”). 


Potential equalisation line on electric drive motor - V141- > Elec- 
trical system, hybrid; Rep. gr. 93 ; Potential equalisation lines . 


3.3 Performing basic setting for electric 
drive motor 


Special tools and workshop equipment required 


@ Vehicle diagnostic tester 
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Requirements 


The basic setting for the electric drive motor - V141- must be per- 
formed after the following work 


*« When the electric drive motor - V141- has been renewed 


* When the gearbox with electric drive motor - V141- has been 
renewed 


+ When the electric drive control unit - J841- has been renewed 
=> Electrical system, hybrid; Rep. gr. 93 ; Power and control 
electronics for electric drive; Removing and installing power 
and control electronics for electric drive . 


By performing the basic setting, the rotor position sensor in the 
electric drive motor - V141- is adapted and adjusted. 


Procedure 


* Itis important to observe all test conditions and follow all in- 
structions given by the vehicle diagnostic tester exactly. 


— Using the diagnostic tester in Guided Fault Finding mode, go 
to and select the following 


menu items: 


+ 

+ 

+ 

+ 

@ |51 - Basic setting (Rep. Gr. 93 

3.4 Removing and installing electric drive 


motor 
Special tools and workshop equipment required 


@ Workshop hoist - VAS 6100- 
VAS 6100 


WO0-11307 


@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 
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@ Eye-head bolt - VAS 3368- 
3368 


@ Multi-purpose tool - VW 771- adapter 40 


LA 


W00-11119 


@ Washer, M8 


A WARNING 


Working on vehicles with high-voltage wiring: 


¢ Do not support yourself or tools on high-voltage wiring or 
associated components --> this can damage the insula- 
tion. 


High-voltage wiring must not be excessively bent or 
kinked --> this can damage the insulation. 


The round high-voltage connectors are colour-coded with 
an external coloured ring and are provided with mechan- 
ical coding or guide lugs. It is important to observe this 
coding when joining up the round high-voltage connec- 
tors; otherwise the connectors can be damaged. 


Removing 


The electric drive motor - V141- is a component of the gearbox, 
so the gearbox first has to be removed. 


De-energising high-voltage system 


A WARNING 


Observe general warning instructions for work on the high- 


voltage system = Electrical system, hybrid; Rep. gr. 93 ; 
General warning instructions for work on the high-voltage sys- 
fem. 


The high-voltage system must be de-energised according to the 
routine in the vehicle diagnostic tester , 
and ONLY by this method. 


96 Rep. gr.38 - Gears, control 


Audi A6 2011 > , Audi A7 Sportback 2011 > | 
8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 Auer 


A DANGER! 


High voltage can cause fatal injury. 
Danger of severe or fatal injuries from electric shock. 


$ The high-voltage system may only be de-energised by a 
suitably qualified person (Audi high-voltage technician). 


$ /t must be definitely confirmed that the high-voltage sys- 
tem is de-energised. The system may only be de-ener- 

goa using the vehicle diagnostic tester via. “Guided Fault d; tor private or commer 

inding”. permitted unless authorised by AUDI AG. A id 


The qualified person (Audi high-voltage technician) con- 
firms that the system is de-energised and uses the locking 
cap - T40262- to ensure that the system cannot be re- 
energised. As an additional precaution, the ignition key 
and the maintenance connector for high-voltage system - 
TW- are then stored in a safe place by the qualified per- 
son. 


The qualified person (Audi high-voltage technician) marks 
the vehicle by attaching the appropriate warning signs. 


(å) Note 


De-energising high-voltage system: 


Connect vehicle diagnostic tester. 


Select|Guided Fault Finding| mode. 


Using the button, select the following menu options in 
succession. 


Function/Component Selection 


© >è ¢ oè 


+ 
+ |Body 

+ 

+ 

+ 

@ |8C - Hybrid battery management, functions 
+ 


51 - De-energise high-voltage system (Rep. Gr. 93 


— Remove gearbox > page 41. 


— Secure gearbox to engine and gearbox support - VAS 6095- 
> page . 


— Remove flange shaft (left-side) > page 132. 
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- Remove bolts -2- and detach housing -1- of connection box 
for high-voltage wiring from gearbox. 


— Remove bolt -2- and pry connection for coolant lines -1- off 
gearbox housing. 


- Cover high-voltage connections -1- and cooling connections 
-2- on electric drive motor - V141- with protective caps. 


(à Note 


For illustration purposes shown with the electric drive motor - 
V141- removed. The protective cap -3- for the connection to the 
gearbox can only be fitted when the electric drive motor - V141- 
has been removed. 


— Turn gearbox so that electric drive motor - V141- faces verti- 
cally upwards. 

Preparing transport and lifting equipment: 

- Assemble eye-head bolt - VAS 3368- with adapter 40 of multi- 
purpose tool - VW 771- and washer (M8) -1-. 

* Maximum depth for screwing in: dimension x = 8 mm 


A Caution 


Risk of damaging damper module in electric drive motor - 
V141- 


If the eye-head bolt - VAS 3368- with adapter 40 of multi-pur- 


pose tool - VW 771- is screwed in deeper than 8 mm, the 
damper module in the electric drive motor - V141- will be dam- 
aged. 


The electric drive motor - V141- must be renewed if the damper 
module in the electric drive motor - V141- is damaged. 
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— Attach eye-head bolt - VAS 3368- with adapter 40 of multi- 
purpose tool - VW 771- and washer (M8) -1- at top of electric 
drive motor - V141- . 


— Unscrew bolt -3- at drive motor rotor position sender 1 - G713-. 
— Remove bolts -2- on electric drive motor - V141- -1-. 


- Carefully lift electric drive motor - V141- vertically out of gear- 
box using workshop hoist - VAS 6100- . 


A Caution 


Risk of damage to electric drive motor - Vata qae: u es aut ised by 


@ The drive motor rotor position sender 1 - G713- and the 
high-voltage connection with protective cap -1- must not 
be allowed to knock against the gearbox housing when the 
motor is being lifted out. 


— Make sure that no coolant is allowed to enter the opening for 
the input shaft; cover the opening if necessary. 


— Make sure that all protective caps are fitted. 

1- Protective cap for high-voltage connections 
2- Protective caps for coolant connections 

3- Protective cap for connection to gearbox 

- Carefully set down electric drive motor - V141- . 


—— A93-10029 


a) 
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Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


- Thoroughly clean area of gearbox housing leading to differ- 
ential -arrow A-, and oil seal -arrow B- 


(i Note 


If oil seal between differential and gearbox housing -arrow B- is 
damaged, it must be renewed > page 104. 


— Pack space between sealing lip and dust lip half-full with seal- 
ing grease - G 052 128 A1- . 


— Renew, Gating ZAMOW QN input, Shafton 


- Check oil seal for electric drive motor - V141-for i. and ac 
renew if necessary > page 102. 


— Check hub of electric drive motor - V141- > page 102. 


- Assemble eye-head bolt - VAS 3368- with adapter 40 of multi- 
purpose tool - VW 771- and washer (M8) -1-. 


* Maximum depth for screwing in: dimension x = 8 mm 
Installing a new electric drive motor - V141- 


A new electric drive motor - V141- is delivered in a special trans- 
port pallet. 


A Caution 


Risk of damaging damper module in electric drive motor - 
V141- 


VAS 3368-—__ J 


VW 771/40 
AMF 


| 


If the eye-head bolt - VAS 3368- with adapter 40 of multi-pur- 


pose tool - VW 771- is screwed in deeper than 8 mm, the 
damper module in the electric drive motor - V141- will be dam- 
aged. 


The electric drive motor - V141- must be renewed if the damper 
modtule in the electric drive motor - V141- is damaged. 


A93-10052 
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— Attach eye-head bolt - VAS 3368- with adapter 40 of multi- 
purpose tool - VW 771- and washer (M8) -1- at top of electric 
drive motor - V141- . 


— Lift electric drive motor - V141- out of transport pallet using 
workshop hoist - VAS 6100- . 


— Detach base plate -3- and support -2- for torsion damper from 
electric drive motor - V141- -1-. 


— Continue with instructions for plete a previously removed 
electric drive motor - V141- > page 101. 


Installing a previously removed electric drive motor - V141- 


3. Electric drive motor 1 01 
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— Remove protective cap on connection for gearbox -3-. 


A Caution 


Risk of damage to electric drive motor - V141- 


$ The drive motor rotor position sender 1 - G713- and the 
high-voltage connection with protective cap -1- must not 
be allowed to knock against the gearbox housing when the 
motor is being lowered into the gearbox. 


— Using workshop hoist - V141- , lower electric drive motor - VAS 
6100- vertically into gearbox housing until four lugs on electric 
drive motor - V141- rest against contact surfaces in gearbox 
housing. Align axial bores in lugs and gearbox housing. 


A Caution 


Risk of damage to electric drive motor - V141- 


$ When guiding the electric drive motor - V141- onto the 
gearbox input shaft and the hollow oil pump shaft, the 
splines on the shafts may be directly opposite eachother, 
so that the motor cannot be fully located:at-the first'at- 
tempt. 


If the electric drive motor - V141- is lowered further it can 
then drop down suddenly as the splines come into en- 
gagement, thus allowing the lugs to impact against the 
surfaces in the gearbox housing. 


This must be avoided, otherwise the lugs and the roller 
bearings can be damaged. 


— Install flange shaft (left-side) > page 132. 
— Install gearbox > page 54. 


3.5 Checking hub of electric drive motor 


— Check hub -arrow- of electric drive motor - V141- for scoring. 


(å) Note 


The electric drive motor - V141- must be renewed as a complete 
unit if it is damaged or defective. 


3.6 Renewing oil seal for electric drive motor 


Special tools and workshop equipment required 


1 02 Rep. gr.38 - Gears, control 


<y 
—_ 


TN j 
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+ Extractor tool - T20143/2- 


W00-11318 


@ Thrust piece - T40240- 
T40240 


Procedure 
— Remove electric drive motor - V141- > page 95. 


— Pry out oil seal for electric drive motor - V141- using extractor 
hook -T20143/2- . 


— Lightly lubricate outer circumference and sealing lips of oil seal 
with ATF. 


. en position: open side of oil seal points towards gear- 
OX 


ers 439-10190 


- Drive in oil seal for electric drive motor - V141- using thrust 
piece - T40240- until thrust piece -1- reaches stop. 


— Install electric drive motor - V141- > page 95. 
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39- Final drive - differential 


1 Final drive 

=> “1.1 Exploded view - final drive”, page 104 

= “1.2 Removing and installing gearbox end cover”, page 107 
1.1 Exploded view - final drive 


> “1.1.1 Exploded view - front final drive”, page 104 


> “1.1.2 Exploded view - gearbox end cover”, page 106 


1.1.1 Exploded view - front final drive 


1 - Electric drive motor - V141- 10 11 12 1314 15 16 


Q Removing and installing 
> Electrical system, hy- 
brid; Rep. gr. 93 ; Elec- 
tric drive motor; Remov- 
ing and installing elec- 
tric drive motor 

2 - O-ring 
Q For input shaft 
QO) Renew 


3 - Oil seal 


Q) For electric drive motor - 
V141- 


QO Renewing > Electrical 
system, hybrid; Rep. gr. 
93 ; Electric drive motor; 
Exploded view - electric 
drive motor 
4 - Oil seal 


Q For flange shaft (left- 
side) 


Q Between final drive and 
gearbox housing 


QO = “3.2 Renewing oil seal 
left-side)”, page 125 


5 - Shim 


Q Behind tapered roller 
bearing outer race 


6 - Tapered roller bearing outer 
race 


7 - Bolt 
as 28 27 26 25 


QO Tightening torque and 
sequence > page 106 
8 - Oil seal 
Q For flange shaft (right-side) 
QO > “3.3 Renewing oil seal (right-side)”, page 129 
9 - Circlip 
QO) Renew 


1 04 Rep. gr.39 - Final drive - differential 
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10 - Flange shaft (right-side) 

Q = “4.2 Removing and installing flange shaft (right-side)”, page 133 
11 - Plug 

QO For inspection and filler hole 

QO For gear oil in front final drive 

QO Tightening torque > Item 5 (page 111) 
12 - Cover 

Q For front final drive 

Q Pay attention to dowel sleeves 

QO Removing and installing > page 130 
13 - Shim 

Q Behind tapered roller bearing outer race 


14 - Tapered roller bearing outer race 
15 - O-ring 
Q On cover for front final drive 
QO) Renew 
Q = “3.4 Renewing O-ring on cover for front final drive”, page 130 
16 - Differential 
17 - Gearbox 
18 - O-ring 
QO Renew 
Q Lubricate with gear oil 


19 - Gearbox end cover 
Q = “1.2 Removing and installing gearbox end cover”, page 107 


20 - Bolt 

QO) Renew 

Q Tightening torque and sequence => page 107 
21 - Roll pin 


Q Removing and installing > page 38 
22 - Gearbox selector lever 

Q Removing and installing > page 38 
23 - Oil seal 

QO) For gearbox selector lever 

Q = “1.13 Renewing selector shaft oil seal”, page 38 
24 - Flange shaft (left-side) 

Q ="“4.1 Removing and installing flange shaft (left-side)”, page 132 
25 - Bolt 

QO Renew 

QO 9Nm+60° 
26 - Mounting bracket for flange shaft (left-side) 


Q Secured to flange shaft together with bearing = Item 27 (page 105) via retaining clip 
=> Item 28 (page 106) 


Q If wear is visible, renew mounting bracket and ball bearing for flange shaft (left-side). 


27 - Ball bearing 
Q For flange shaft (left-side) 


Q = “4.3 Renewing ball bearing for flange shaft (left-side)”, page 136 
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28 - Retaining clip 
Q For ball bearing on flange shaft (left-side) 
OQ) Renew 


Cover for front final drive - tightening torque and sequence 


— Tighten bolts in 2 stages in the sequence shown: 


Stage | Bolts [Tightening torque 


1. | teand-6-[3Nmo S 


A39-10414 


1.1.2 Exploded view - gearbox end cover 


1 - O-ring 

QO) Renew 

Q Lubricate with gear oil 
2 - Plug 


Q For inspection and filler 
hole 


Q) For gear oil in transfer 
box 


Q Tightening torque 
> Item 3 fade 111) 
3 - Gearbox end cover 


Q = “1.2 Removing and in- 
stalling gearbox end 
cover’, page 107 


4 - Vibration damper 
5 - Bolt 

Qh 22Nm 

ec y h | purp part or in whole, is not 
6 = Retainer eg es y guarante scept any liability 
n ; ght by AUDI AG 

7 - Bolt 

QO} 22Nm 


8 - Bolt 
QO Renew 


QO Tightening torque and 
sequence = page 107 
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Gearbox end cover - tightening torque and sequence 


[a] Note 


Renew bolts for gearbox end cover. 


— Tighten bolts in 3 stages in the sequence shown: 


Stage | Bolts | Tightening torque/angle specification 


A39-10488 | 


ee 


3. | +1, 2,3 [Tum 90° further 


y Removing and installing gearbox end 
cover 


Special tools and workshop equipment required 
@ Gearbox support - 3282- 


+ Engine and gearbox jack - V.A.G 1383 A- 
V.A.G 1383 A 


W0O00-11135 


Removing 


[a] Note 


è Rules for cleanliness when working on the automatic gearbox...) purposes n par orin whol 
= page 8 Ath reanedt to tis coreoinoes of tnforinalics 
@ General repair instructions > page 9. 
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A Caution 


Risk of damage to gearbox 


@ The engine must not be run and the vehicle must not be 
towed without gear oil. 


— Remove rear noise insulation -2- > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


Protected by copyright. Copying for private or commel [EBA 
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— Remove bolts -arrows- for front exhaust pipe. 
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AN Caution 


There is a risk of damage to the gearbox oil pan. 


@ Do not place gearbox down on the gearbox oil pan. 


— Attach two flat support mountings -1- and -2- to gearbox sup- 
port - 3282- . 


— Setup gearbox support - 3282- on engine and gearbox jack - 
V.A.G 1383 A-. 


— Support gearbox at bolted surface of gearbox oil pan as shown 
in illustration, using rubber packing -3- on each side. 


— Raise gearbox slightly using engine and gearbox jack - V.A.G = p Bah a= ~ 
1383 A- . . oe a 


Ci == 


A WARNING 


Risk of accident. 


$ Engine and gearbox jack - V.A.G 1383 A- must remain in 
position when work is being carried out and must not be 
left unattended. 


- Remove bolts -arrows- for tunnel cross MEMbEF,.....:665 by copyright. Copy 


permitted unless authorised 
with respect to the correct pE 


— Unscrew nuts -arrows- and remove tunnel cross member. 
— Drain off gear oil in transfer box > page 121. 
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— Remove bolts -1, 2, 3- and detach gearbox end cover with 
vibration damper. 


Installing 
Installation is carried out in reverse sequence; note the following: 


a Note 


@ Renew O-ring for gearbox end cover. 


uP 


@ Renew bolts for gearbox end cover. 


TE) 


Tighten bolts for gearbox end cover > page 107 . 
Fill up gear oil in transfer box > page 121 


Tightening torques 
@ = “3.1 Exploded view - assembly mountings”, page 64 
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2 Gear oil 


> “2.1 Overview of fitting locations - drain and inspection plugs”, 
page 111 


> “2.2 Checking gear oil level”, page 112 
> “2.3 Draining and filling gear oil”, page 115 


2.1 Overview of fitting locations - drain and inspection plugs 


1 - Drain plug 
üQ For ATF in gearbox 
QO Renew 
Q 12Nm 

2 - Drain plug 


Q For gear oil in transfer 
box 


QO) Renew 
QO 12Nm 
3 - Plug 


üQ For inspection and filler 
hole 


üQ For gear oil in transfer 
box 


QO Renew 
QO 27Nm 
4 - Plug 


Q For inspection and filler 
hole 


Q For ATF in gearbox 
QO Renew 
Q 30Nm 

5 - Plug 


Q For inspection and filler 
hole 


Q For gear oil in front final 
drive 
Q Renew 
Q 27 Nm 
6 - Drain plug 
Q For gear oil in front final drive 
QO Renew 
Q 8Nm 
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Measure length of breather pipe on adapter for oil filling - VAS 
6262 A- and shorten if necessary. 


To ensure that breather pipe of adapter for oil filling -VAS 6262 
A- does not make contact with bottom of oil container, breather 
pipe must be shortened to dimension -a-. 


* Dimension -a- = 210 mm 


a Note 


Dimension -a- is measured from stem (green area in magnified 
view) of adapter for oil filling -VAS 6262 A- . 


— Mark length on breather pipe and shorten breather pipe using 
pipe cutter -6056/2- . 


— Clean adapter for oil filling - VAS 6262 A- . 


2.2 Checking gear oil level 
Special tools and workshop equipment required 
+ Hand pump for filling gearbox - VAS 6617- 


N34-11768 


@ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


@ Safety goggles 
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Test conditions 
* Gear oil about 20 °C (room temperature) 


* Vehicle must be absolutely horizontal (on a four-pillar lifting 
platform or over an inspection pit). 


* The vehicle must be stationary with the engine switched off for 
at least 15 minutes to allow the oil level to stabilise. 


* Gear oil level in front final drive and transfer box must be 
checked. Gear oil level has been topped up correctly only 
when both fill levels are correct. 


* Gearbox is in position “P”. 


* Parking brake button must be pulled up to apply the electro- 
mechanical parking brake. 


Procedure 


(i) Note 


@ > ‘3.3 General repair instructions”, page 9 


@ = ‘3.1 Rules for cleanliness”, page 8 


tected by copyright. Copy 
@ The prescribed oil level must be adhered to ly; the gear- 
box reacts very sensitively to overfilling. with respect to the correctness of information in this document. Copyright by AUDI AG 


2rcial purposes, in part or in whole, is not 


t guarantee or accept any liability 


@ Renew plug for inspection and filler hole. 
@ Always adhere to waste disposal regulations. 


— Remove bolts -arrows- and detach heat shield (right-side) 
-1-. 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of eye injury. 
$ Puton safety goggles. 


ee \ j 
=< Aol 1377 
Ase 


— Unscrew plug for inspection and filler hole -arrow A- on front 
final drive. 


* Specification: The oil level is correct when the front final drive 
is filled up to the bottom lip of the inspection and filler hole. 


— Allow excess gear oil to drain off. 
— Remove tunnel cross member = page 64 . 
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— Unscrew plug for inspection and filler hole -arrow A- on gear- 
box end cover. 


* Specification: Oil level is correct when oil in transfer box is up 
to lower edge of inspection and filler hole. 


— Allow excess gear oil to drain off. 


If oil level in front final drive is not up to bottom lip of filler hole: 24 
- Screw adapter -VAS 6617/6- with adapter -VAS 6617/2- hand- L VAS 6617/2 iy 
tight into inspection and filler hole for front final drive. ə ; j 


— Connect hand pump for filling gearbox - VAS 6617- and fill up 
front final drive with gear oil. 


* Gear oil specifications > Electronic parts catalogue 
— Wait for 5 minutes. 


(Ë) Note ko 


The fill-up period of at least 5 minutes is necessary so that the 
internal oil level can be balanced out between the differential and 
the baffle chamber. 


— Then detach adapter - VAS 6617/6- from gearbox and allow 
excess gear oil to drain off. 


* Specification: The oil level is correct when the front final drive 
is filled up to the bottom lip of the inspection and filler hole. Top 
up with gear oil once again if necessary. 


If oil level in transfer box is not up to bottom lip of filler hole: 


— Screw adapter -VAS 6617/6- with adapter -VAS 6617/2- hand- 
tight into inspection and filler hole in gearbox end cover. 


- Connect hand pump for filling gearbox - VAS 6617- and fill up 
transfer box with gear oil. 


* Gear oil specifications > Electronic parts catalogue 


ted by pyright. Copying for p 


= Walt tor 6 witee.: “casa ances aciodoadia Abi AG AUN Wa doganct aera 


ith respect to the correctness of information in tt document. Cx 
a Note 


@ The transfer box incorporates a number of internal oil cham- 
bers. These must be filled evenly. 


+ /tis important to wait for at least 5 minutes so that the internal 
oll level in the system has time to equalise. 


— Then detach adapter - VAS 6617/6- from gearbox and allow 
excess gear oil to drain off. 


* Specification: Oil level is correct when oil in transfer box is up 
to lower edge of filler hole. Top up with gear oil once again if 
necessary. 


1 1 4 Rep. gr.39 - Final drive - differential 


Audi A6 2011 > , Audi A7 Sportback 2011 > anD 
8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 Auer 


If gear oil level in front final drive and transfer box is correct: 
— Tighten new plug -arrow A- on front final drive. 


— Tighten new plug -arrow A- on gearbox end cover. 
Tightening torques 
@ = “2.1 Overview of fitting locations - drain and inspection 


plugs”, page 111 
rotected by copyright. Copying for private or commercial purposes, in part or in whol 


è ="3.1 Ex view “assembly mountings”: Gentes or accept an 


with respect to the correctness of information in this document. Copyright by AUDI 


se 


2.3 Draining and filling gear oil 


> “2.3.1 Draining and filling gear oil, front final drive and transfer 
box”, page 115 


> “2.3.2 Draining and filling gear oil, front final drive”, page 118 

> “2.3.3 Draining and filling gear oil, transfer box”, page 121 

2.3.1 Draining and filling gear oil, front final 
drive and transfer box 

Special tools and workshop equipment required 

+ Hand pump for filling gearbox - VAS 6617- 


W00-10893 
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+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


@ Safety goggles 
Draining 
* Engine not running. 


* Vehicle must be absolutely horizontal (on a a tees lifting 
platform or over an inspection pit). e 


opyright pying for private 
tted unless authorised by AUDI AG. AUDI AG doe 


* Gearbox is in position “P”. 


h respect to the rrectnes f informat in this document. Copy 


* Parking brake button must be pulled up to apply the electro- 
mechanical parking brake. 


g Note 


> “3.3 General repair instructions”, page 9 
> “3.1 Rules for cleanliness”. page 8 


+ 


+ 


Always adhere to waste disposal regulations. 


+ 


Renew drain plugs with seals. 


Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of eye injury. 
$ Puton safety goggles. 


— Unscrew drain plug -arrow B- on front final drive and drain off 
gear oil. 


A Caution 


Risk of damage to gearbox 


@ The engine must not be started when there is no more 
gear oil in the front final drive. 


- Tighten new drain plug on front final drive -arrow B-. 


1 1 6 Rep. gr.39 - Final drive - differential 


Audi A6 2011 > , Audi A7 Sportback 2011 > | 
8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 Awe: 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of eye injury. 


$ Put on safety goggles. 


— Unscrew drain plug -arrow B- on centre differential housing 
and drain off gear oil. 


A Caution 


Risk of damage to gearbox 


@ The engine must not be started when there is no gear oil 
in the transfer box. 


— Tighten new drain plug on centre differential housing 
-arrow B-. 


Filling up and adjusting oil level 
* Gear oil about 20 °C (room temperature) 


g for private or commercial purposes, in part or in whole, is not 


AUL 


1 AC 


ot quaran t any liability 


perr 
— Place used oil collection and extraction unit - VAS 66 ‘bebe corre 
low gearbox. 


AN WARNING 


Risk of eye injury. 


$ Puton safety goggles. 


— Remove plug -arrow A- on front final drive. 


— Screw adapter -VAS 6617/6- with adapter -VAS 6617/2- hand- 
tight into inspection and filler hole for front final drive. 


-— Connect hand pump for filling gearbox - VAS 6617- and fill up 
front final drive with approx. 1.0 Itr. of gear oil. 


* Gear oil specifications > Electronic parts catalogue 


— Wait for 5 minutes. 


[a] Note 


It is necessary to wait for at least 5 minutes to allow the internal ll 3 i EESE] 
oil level to balance out between the differential and the baffle = 
chamber. 


— Then detach -VAS 6617/6- from gearbox and allow excess 
gear oil to drain off. 


— Re-install used screw plug. 


2. Gear oil 1 1 7 


GAND Audi A6 2011 > , Audi A7 Sportback 2011 > 


Aue: 8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 


— Remove plug -arrow A- on housing for centre differential. 


— Screw adapter -VAS 6617/6- with adapter -VAS 6617/2- hand- 
tight into inspection and filler hole for transfer box. 


— Connect hand pump for filling gearbox - VAS 6617- and fill up 
transfer box with approx. 1.0 Itr. of gear oil. 


* Gear oil specifications > Electronic parts catalogue 
— Wait for 5 minutes. 


(i Note 


@ The transfer box incorporates a number of internal oil cham- 
bers. These must be filled evenly. 


@ /tisnecessary to wait for at least 5 minutes to allow the internal 
oil level to balance out between the centre differential and the 
baffle chamber. 


— Then detach -VAS 6617/6- from gearbox and allow excess 
gear oil to drain off. 
- Re-install used screw plug. 


pyr 


— Road test vehicle for 10 to-15 minutes. nosa w 


spect to the 
(a) Note 


The oil filling will be distributed evenly when the vehicle is driven. 


— Check gear oil level and top up as required > page 112. 
Tightening torques 


@ = “2.1 Overview of fitting locations - drain and inspection 
plugs”, page 111 


2.3.2 Draining and filling gear oil, front final 
drive 


Special tools and workshop equipment required 


1 1 8 Rep. gr.39 - Final drive - differential 
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+ Hand pump for filling gearbox - VAS 6617- 


+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 


+ Safety goggles 
Draining 
* Engine not running. 


e Vehicle must be absolutely horizontal (on a four-pillar lifting 
platform or over an inspection pit). 


* Gear oil about 20 °C (room temperature) 


(ë) Note 


@ General repair instructions > page 9. 


@ Rules for cleanliness when working on the automatic gearbox 
> page 8 


@ Always adhere to waste disposal regulations. 
@ Renew drain plug with seal. 
@ Renew plug for inspection and filler hole. 
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— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of eye injury. 


$ Put on safety goggles. 


— Unscrew drain plug -arrow B- on front final drive and drain off 
gear oil. 


A Caution 


Risk of damage to gearbox 


@ The engine must not be started when there is no more 
gear oil in the front final drive. 


— Tighten new drain plug -arrow B- on front final drive. 
Filling 
* Gear oil about 20 °C (room temperature) 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of eye injury. 


$ Put on safety goggles. 


- Unscrew plug for inspection and filler hole -arrow A- on front 
final drive. 


A A39-10415 
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— Screw adapter - VAS 6617/6- with adapter - VAS 6617/2- 
hand-tight into gearbox. “VAS 6617/2 


— Connect hand pump for gear oil - VAS 6617- and fill up front 
final drive with approx. 0.9 Itr. of gear oil. 


* Gear oil specifications > Electronic parts catalogue 
— Wait for 5 minutes. 


(äl Note À : hA 


The fill-up period of at least 5 minutes is necessary so that the ‘J | 
internal oil level can be balanced out between the differential and = 
the baffle chamber. 


— Then detach adapter - VAS 6617/6- from gearbox and allow 
excess gear oil to drain off. 


* Specification: The oil level is correct when the front final drive 
is filled up to the bottom lip of the filler hole. Top up with gear 
oil once again if necessary. 


A Caution 


Risk of damage to gearbox 


After performing repair work, gear oil level in front final drive 
and transfer box must be checked. Gear oil level has been 
topped up correctly only when both fill levels are correct. 


— Check gear oil level in transfer box 
> “2.2 Checking gear oil level”, page 112. 


Tightening torques 

@ = “2.1 Overview of fitting locations - drain and inspection 
plugs”, page 111 

2.3.3 Draining and filling gear oil, transfer box 

Special tools and workshop equipment required 

+ Hand pump for filling gearbox - VAS 6617- 


VAS 6617 


[ woo-10893 | 100-10893 
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+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 


@ Safety goggles 
Draining 
* Engine not running. 


* Vehicle must be absolutely horizontal (on a four-pillar lifting 
platform or over an inspection pit). 


* Gear oil about 20 °C (room temperature) 


(à Note 


@ General repair instructions > page 9. 


+ Rules for cleanliness when working on the automatic gearbox 
> page 8 


@ Always adhere to waste disposal regulations. 
@ Renew drain plug with seal. 
@ Renew plug for inspection and filler hole. 


— Remove tunnel cross member > page 64 . 
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— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of eye injury. 
$ Puton safety goggles. 


— Remove drain plug -arrow B- and allow gear oil to drain off. 


A Caution 


Risk of damage to gearbox 


@ The engine must not be started when there is no gear oil 
in the transfer box. 


— Tighten new drain plug -arrow B-. 
Filling up and adjusting oil level 
* Gear oil about 20 °C (room temperature) 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


A WARNING 


Risk of eye injury. 


$ Put on safety goggles. 


-— Unscrew plug for inspection and filler hole -arrow A- on gear- 
box end cover. 


—S 


Protected by copyright. Copying for private or commer wor TO 
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— Screw adapter - VAS 6617/6- with adapter - VAS 6617/2- into 
inspection and filler hole on gearbox end cover. 


— Connect hand pump for gear oil - VAS 6617- and fill up transfer 
box with approx. 0.8 Itr. of gear oil. 


* Gear oil specifications > Electronic parts catalogue 
— Wait for 5 minutes. 


a Note 


@ The transfer box Ponpon a number of internal oil cham- 
bers. These must be filled evenly. 


+ The filling period of at least 5 minutes is necessary so that the 
internal oil level in the system has time to equalise. 

— Then detach adapter - VAS 6617/6- from gearbox and allow 
excess gear oil to drain off. 


* Specification: Oil level is correct when oil in transfer box is up 
to lower edge of filler hole. Top up with gear oil once again if 
necessary. 


AN Caution 


Risk of damage to gearbox 


After performing repair work, gear oil level in front final drive 
and transfer box.must-be\checked..:Gear -oil,level:hasbeen 
topped up correctly only when both fill levels are correct: 


— Check gear oil level in front final drive > page 112. 
Tightening torques 


@ = “2.1 Overview of fitting locations - drain and inspection 
plugs”, page 111 


@ = “3.1 Exploded view - assembly mountings”, page 64 
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3 Oil seals 

=> “3.1 Overview of fitting locations - oil seals”, page 125 
= “3.2 Renewing oil seal (left-side)”, page 125 

=> “3.3 Renewing oil seal (right-side)”, page 129 


=> “3.4 Renewing O-ring on cover for front final drive”, page 130 


3.1 Overview of fitting locations - oil seals 


1 - Oil seal 
Q) For electric drive motor - 
V1 


QO Renewing > Electrical 
system, hybrid; Rep. gr. 
93 ; Electric drive motor; 
Exploded view - electric 
drive motor 
2 - Oil seal (left-side) 
Q For flange shaft 
OQ Renewing > page 125 
3 - O-ring 


OQ) On cover for front final 
drive 


Q Renewing > page 130 
4 - Cover for front final drive 
5 - Oil seal (right-side) 
Q For flange shaft 
Q Renewing $ pay 
6 - Oil seal om ewe 
Q For selector shaft 
QO Renewing > page 38 


7 - Gearbox 


A39-10703 


3.2 Renewing oil seal (left-side) 


A defective oil seal allows gear oil to enter the torque converter 
bellhousing. 


Special tools and workshop equipment required 
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+ Extractor lever - VW 681- 


WO0-11137 


¢ Thrust piece:-410139- 
T10139 


+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 


Procedure 


* Gearbox must be removed and secured to engine/gearbox 
support > page 69. 


(å) Note 


+ Rules for cleanliness when working on the automatic gearbox 
> page 8 


@ General repair instructions > page 9. 


A Caution 


Risk of damage to gearbox 
$ Do not set down the gearbox on the ATF oil pan. 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


1 26 Rep. gr.39 - Final drive - differential 


Audi A6 2011 > , Audi A7 Sportback 2011 > | 
8-speed automatic gearbox OBW hybrid, front-wheel drive - Edition 08.2017 Auer 


— Drain off gear oil in front final drive > page 118 . 
— Remove flange shaft (right-side) > page 133 . 


— Remove bolts securing cover for front final drive in the se- 
quence -11 ... 1-. 


— Remove cover for front final drive together with outer race for 
tapered roller bearing and shim. 


7 j Sa 
[a] Note eos 


T 


The thickness of the shim has been measured to fit; the shim must 
not be replaced with another shim of different thickness. 


— Remove differential -arrow-. 


— Remove tapered roller bearing outer race -1- for differential 
Hee om -2- (behind outer race) from gearbox housing by 
and. 


(å) Note 


The thickness of the shim has been measured to fit; the shim must 
not be replaced with another shim of different thickness. 
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— Remove flange shaft (left-side) > page 132. 
— Pull out oil seal. 


a Note 


The oil seal extractor lever must be applied behind the two sealing 
lips of the oil seal. Do not position at outer circumference of oil 
seal as the contact surface in the gearbox housing could be dam- 
aged. Guide the lever carefully when removing the seal. 


- Examine oil seal seat in gearbox housing for damage; reface 
surface if necessary. 


— Lightly lubricate outer circumference and sealing lip of oil seal 
with gear oil. 


[a| Note 


Push oil seal onto thrust piece with the protruding sealing lip on 
the oil seal facing towards the tool. 


— Drive in new oil seal as far as stop. 


— Insert shim -2- and tapered roller bearing outer race -1- for 
differential onto stop in gearbox housing by hand. 


— Renew O-ring -arrow-. 
— Install differential in gearbox housing. 


Note the following if the outer race for tapered roller bearing and 
the shim have dropped out.of,the.front final drive cover; 


— Lubricate shim and outer race. for tapered.roller.bearing.with 
gear oil and insert in front final drive cover as far as the stop. 
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Tighten bolts for front final drive cover > page 106. 


Install flange shaft (left-side) > page 132 . 


Install flange shaft (right-side) > page 133. 


Fill up gear oil in gearbox after repairs > page 118. 
Tightening torques 
@ = “1.1.1 Exploded view - front final drive”, page 104 


3.3 Renewing oil seal (right-side) 
Special tools and workshop equipment required 
+ Oil seal extractor lever - VW 681- or extractor tool -T20143/2- 


+ Used oil collection and extraction unit - VAS 6622A- 


# Thrust piece - T40189- 


A39-10414 


WO0-11137 


VAS 6622A 


W00-11526 


T40189 


W00-10685 
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Procedure 


a Note 


@ Rules for cleanliness when working on the automatic gearbox 
=> page 8 


@ General repair instructions > page 9. 

— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 

— Remove flange shaft (right-side) > page 133 . 

— Pull out oil seal for flange shaft (right-side). 

— Lubricate outer circumference of new oil seal with gear oil. 


* Installation position: the open side of the oil seal should face 
the gearbox. 


— Drive in new oil seal as far as stop. Make sure that oil seal : 
always remains straight when driving in. ; oy AN Weld 89 


— Install flange shaft (right-side) > page 133 . 
— Fill up gear oil in gearbox after repairs > page 118 . 


3.4 Renewing O-ring on cover for front final 
drive 


(à Note 


@ Rules for cleanliness when working on the automatic gearbox 
> page 8 


@ General repair instructions > page 9. 


Special tools and workshop equipment required 
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+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 


Procedure 


— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


— Remove flange shaft (right-side) > page 133 . 


— Remove bolts securing cover for front final drive in the se- 
quence -11 ... 1-. 


— Remove cover for front final drive together with outer race for 
tapered roller bearing and shim. 


(å) Note 


The thickness of the shim has been measured to fit; the shim must 
not be replaced with another shim of different thickness. 


— Renew O-ring -arrow-. 
— Install differential in gearbox housing. 


Note the following if the outer race for tapered roller bearing and 
the shim have dropped out of the front final drive cover: 


— Lubricate shim and outer race for tapered roller bearing with | 
gear oil and insert in front final drive cover as far as the stop... in |... 


— Tighten bolts for front final drive cover > page 106 . 
- Install flange shaft (right-side) > page 133. 
— Fill up gear oil in gearbox after repairs > page 118 . 


A39-10414 
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4 Differential 


=> “4.1 Removing and installing flange shaft (left-side)”, 
page 132 


=> “4.2 Removing and installing flange shaft (right-side)”, 
page 133 


> “4.3 Renewing ball bearing for flange shaft (left-side)”, 
page 136 


4.1 Removing and installing flange shaft 
(left-side) 

Special tools and workshop equipment required 

@ Sealing grease - G 052 128 A1- 

Removing 


* Gearbox is secured to engine and gearbox support - VAS 
6095- > page 69 . 


— Tilt gearbox to rear on engine and gearbox support to prevent 
gear oil from escaping. 


— Unscrew bolts -arrows- on mounting bracket for flange shaft. 


- Remove flange shaft (left-side) -1- from gearbox in direction 
of -arrow A-. 


[a| Note 


-Arrow B- can be disregarded. 


-— Remove electric drive motor - V141- > Electrical system, hy- 
brid; Rep. gr. 93 ; Electric drive motor; Removing and installing 
electric drive motor . 


A37-10809 
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Installing 
Installation is carried out in reverse sequence; note the following: 


— Thoroughly clean flange shaft (left-side), area of torque con- 
verter aaa leading to differential -arrow A-, and oil seal 
-arrow B-. 


[a] Note 


/f oil seal between differential and gearbox housing -arrow B- is 
damaged, it must be renewed > page 104. 


— Pack space between sealing lip and dust lip half-full with seal- 
ing grease - G 052 128 A1-. 


— Install electric drive motor - V141- => Electrical system, hybrid; 
Rep. gr. 93 ; Electric drive motor; Removing and installing 
electric drive motor . 


— Slide flange shaft (left-side) -1- into gearbox in direction of 
-arrow B- (keep end of shaft centred while guiding it into oil 
seal on front final drive -arrow-). 


(å) Note 


@ The splines -2- on the flange shaft will damage the oil seal 
between the final drive and the gearbox housing if you do not 
keep the flange shaft centred. 


+ /fthe oil seal is damaged, it must be renewed. 
@ -Arrow A- can be disregarded. 


— Tighten flange shaft mounting bracket -arrows-. 
- After installing gearbox, check gear oil level in front final drive 
=> “2.2 Checking gear oil level”, page 112 . 
pehig@bt@ning: torques AUDI AG. AUDI AG does not guarantee or ac 


@ 52111 Exploded view - front final drive” page 104 


4.2 Removing and installing flange shaft 
(right-side) 


Special tools and workshop equipment required 


> 


A30-10177 


A30-10170 
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+ Drift- VW 295- 


[woo-0125] 25 


@ Multi-purpose tool - VW 771- 


Llit 


WO0-11119 


+ Counterhold tool - 3419- 


@ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 


@ Nuts M10 (2x) 
@ Sealing grease - G 052 128 A1- 
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Removing 


— Remove rear noise insulation -2- > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Remove front wheel (right-side) > Running gear, axles, steer- 
ing; Rep. gr. 44 ; Wheels, tyres . 


Protected by copyright. Copying for private or commercial purposes, in part or in whole 
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— Remove cover -1- for drive shaft (right-side) from wheel hous- 
ing > General body repairs, exterior; Rep. gr. 66 ; Noise 
insulation; Exploded view - noise insulation . 


— Remove bolts -arrows- and detach heat shield (right-side) 


— Remove bolts -arrows- and detach heat shield for drive shaft 
(right-side). 


— Unbolt drive shaft (right-side) from gearbox flange shaft and 
move it towards rear > Running gear, axles, steering; Rep. 
gr. 40 ; Drive shaft; Removing and installing drive shaft . 


jA y Ls 


= (| A37-10841 
Zn 
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— Place used oil collection and extraction unit - VAS 6622A- be- 
low gearbox. 


— Screw eye bolt from counterhold tool - 3419- into one of the 
threaded holes on flange shaft (right-side) with 2 nuts M10 
-item 1- attached. 


— Attach multi-purpose tool - VW 771- with -VW 771/13- to eye 
bolt and pull flange shaft off gearbox. 


LPO 


( 
` J 

È + 

J 


e Td 
A39-10197 


Installing 
Installation is carried out in reverse sequence; note the following: 


[a| Note 


Renew circlip for flange shaft (right-side). 
— Clamp flange shaft in vice, using jaw protectors. Use new cir- 
clip -A- to press old circlip out of groove in flange shaft. 


— Check flange shaft oil seal (right-side) for damage and renew 
if necessary > page 129. 


— Pack space between sealing lip and dust lip half-full with seal- 
ing grease - G 052 128 A1-. 


— Drive in flange shaft (right-side) with drift - VW 295- . 
— Check gear oil level and top up as required > page 112. 
Tightening torques 


@ = Running gear, axles, steering; Rep. gr. 40 ; Drive shaft; 
Exploded view - drive shaft 


¢ Install cover for drive shaft (right-side) > General body repairs, 
exterior; Rep. gr. 66 ; Noise insulation; Exploded view - noise 
insulation . 


@ = Running gear, axles, steering; Rep. gr. 44 ; Wheels, tyres 

4.3 Renewing ball bearing for flange shaft 
(left-side) 

Special tools and workshop equipment required 

@ Thrust plate - VW 401- 


WO0-11356 
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afo 


VW 412 : 


¢ Thrust plate - VW 402- 


+ Press tool - VW 412- 


@ Tube - VW 516- 


Procedure 
— Remove flange shaft (left-side) > page 132. 
-— Remove circlip -1- from flange shaft. 


e, is not 
a any liability 
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— Press ball bearing -A- off flange shaft. 


A39-10433 | 


— Place mounting bracket -B- on ball bearing. 


* Installation position of mounting bracket: lettering on mounting 
bracket faces towards flange. 


— Press new ball bearing -A- onto flange shaft as far as stop. 


Prote 


— Fit new circlip -1- in annular groove on flange shaft. .. 


fe, is not 
y liability 


- Install flange shaft (left-side) > page 132. 


A39-10432 
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5 Gearbox control system 


> “5.1 Overview of fitting locations - gearbox control system”, 
page 139 


5.1 Overview of fitting locations - gearbox 
control system 
Diagnostic connection 


+è Fitting location: The diagnostic connection for the vehicle di- 
agnostic tester is located in the driver's footwell. 


Mechatronic unit, automatic gearbox control unit - J217- , senders 
and pressure regulating valves - part 1 


+ Fitting location: the mechatronic unit is bolted to the underside 
of the gearbox housing and covered by the ATF oil pan. 


The mechatronic unit incorporates the hydraulic control system, 
the electronic control unit and the sensors and actuators as a 
complete synchronised unit. This includes: 


1- Solenoid valve 1 - N88- 
2- Automatic gearbox pressure regulating valve 7 - N443- 
3- Automatic gearbox pressure regulating valve 6 - N371- 
4- Gearbox output speed sender - G195- 
5- Automatic gearbox pressure regulating valve 3 - N217- 
6- Automatic gearbox pressure regulating valve 5 - N233- 
7- Automatic gearbox pressure regulating valve 2 - N216- 
8- Automatic gearbox pressure regulating valve 4 - N218- 
9- Automatic gearbox pressure regulating valve 1 - N215- 
Mechatronic unit, automatic gearbox control unit - J217- , senders 
and pressure regulating valves - part 2 
1- Gearbox input speed sender - G182- 
2- Automatic gearbox control unit - J217- 

Piae doetan oi temperaiena sondana Bebe or scot an 
4 - Gear sensor - G676- oe piii 


(à) Note 


@ All components mentioned are tested via self-diagnosis. 


@ The mechatronic unit can only be replaced as a complete unit. 


> Servicing 8-speed automatic gearbox; Rep. gr. 38 ; Mecha- 
tronic unit; Removing and installing mechatronic unit . 


S Na0-10017 


zg 


2 A38-10112 
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Auxiliary hydraulic pump 1 for gearbox oil - V475- , -A- 


> Servicing 8-speed automatic gearbox; Rep. gr. 38 ; ATF sys- 
tem; Removing and installing auxiliary hydraulic pump for gear- 
box oil 


Selector lever position display - Y6- 


+è Fitting location: The selector lever position display - Y6- is in- 
tegrated in the instrument cluster. 


Datum 
(à Note f E E 
7.7.2010 


If the selector lever position display is defective, the instrument 
cluster must be renewed > Electrical system; Rep. gr. 90 ; Dash 
panel insert; Exploded view - dash panel insert . 


Selector lever sensors control unit - J587- and tiptronic switch - 
F189- 


+ Fitting location: the selector lever sensors control unit - J587- 
and the tiptronic switch - F189- are combined in a single 
component -2- which is clipped onto the shift unit -arrows-. 


> “1.11 Removing and installing selector lever sensors control 
unit J587 ”, page 38 


Selector lever lock solenoid - N110- 


+ Fitting location: the selector lever lock solenoid - N110- 
-item 1- is clipped onto the selector mechanism. 


=> “1.10 Removing and installing selector lever lock solenoid N110 
”, page 36 
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Gear selector position P switch - F305- 


+è Fitting location: Gear selector position P switch - F305- con- 
sists of two reed contacts (-1- and - 2-) and is installed on 
printed circuit board -B- in selector lever lock solenoid - N110- 


[a] Note 


Gear selector position P switch - F305- can only be renewed to- 
gether with selector lever lock solenoid - N110- . 


> “1.10 Removing and installing selector lever lock solenoid N110 
”, page 36 


Kickdown switch - F8- 


A programmed value from accelerator position sender - G79- / 
accelerator position sender 2 - G185- (integrated in accelerator 
pedal module) is stored in the engine control unit as the kickdown 
signal. 


@ Fitting location: the accelerator position senders are integrated 
in the accelerator pedal module -arrow-. 


(å) Note 


The accelerator pedal module must be renewed if one of the ac- 
celerator position senders is defective > Fuel supply system, 
petrol engines; Rep. gr. 20 ; Accelerator mechanism; Removing 
and installing accelerator pedal module with accelerator position 
sender -G79- / -G185- . 


Selector lever position display - Y26- 


@ Fitting location: selector lever position display - Y26- -item 1- 
is clipped into multimedia system operating unit - E380- . 


Removing and installing > Electrical system; Rep. gr. 96 ; Lights; 


Removing and installing selector lever position display - Y26- lr 


= 
y 


Gearbox oil cooling pump - V478- 


@ Fitting location: On gearbox (left-side). 


Removing and installing > Rep. gr. 19 ; Coolant pump/thermo- 
stat assembly; Removing and installing electric coolant pump 


A19-11482 
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Electric drive motor - V141- 


The disengagement clutch in the electric drive motor - V141- dis- 
engages the engine from the electric drive motor - V141- . The 
disengagement clutch is also designated “disengagement 
clutch F”, or just “clutch F”. 


+è Fitting location: electric drive motor - V141- -item 1- is installed 
in the gearbox housing in place of the torque converter > 
Electrical system, hybrid; Rep. gr. 93 ; Electric drive motor; 
Exploded view - electric drive motor . 


Removing and installing > Electrical system, hybrid; Rep. gr. 93 ; : C Aas Al 
Electric drive motor; Removing and installing electric drive motor . ~ = [Ass-10026 Jf 


es, in part or in whole, is not 
gua tee or accept any liability 
ment. Copyright by AUDI AG 
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